APl Wl | Nunber: 43047

532920000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

FORM 3

AMENDED REPORT D

APPLICATION FOR PERMIT TO DRILL

1. WELL NAME and NUMBER
GMBU R-19-8-18

2. TYPE OF WORK

DRILLNEW WELL (@)  REEN

= ol |
DEEPENWELL(, |

TER PEAWELL[ )

3. FIELD OR WILDCAT
EIGHT MILE FLAT

4. TYPE OF WELL
Oil Well

Coalbed Methane Well: NO

5. UNIT or COMMUNITIZATION AGREEMENT NAME
GMBU (GRRV)

6. NAME OF OPERATOR

NEWFIELD PRODUCTION COMPANY

7. OPERATOR PHONE
435 646-4825

8. ADDRESS OF OPERATOR

Rt 3 Box 3630, Myton, UT, 84052

9. OPERATOR E-MAIL
mcrozier@newfield.com

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)
UTU-36846

11. MINERAL OWNERSHIP
FEDERAL ()  INDIAN |

" =
]

sTate( 1 Fee(

12. SURFACE OWNERSHIP
FEDERAL 1l

-

INDIAN [} Feel |

[l |
STATE |

13. NAME OF SURFACE OWNER (if box 12 = 'fee’)

14. SURFACE OWNER PHONE (if box 12 = 'fee’)

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee’)

16. SURFACE OWNER E-MAIL (if box 12 = 'fee")

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN")

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

—

YESI::I (Submit Commingling Application) NOI::I

19. SLANT

VERTICAL[_| DIRECTIONAL (W) HORIZONTAL{

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN
LOCATION AT SURFACE 694 FSL 2001 FEL SWSE 19 8.0S 18.0E S
Top of Uppermost Producing Zone 1022 FSL 2362 FEL SWSE 19 8.0S 18.0E S
At Total Depth 1368 FSL 2492 FWL NESW 19 8.0S 18.0E S

21. COUNTY
UINTAH

22. DISTANCE TO NEAREST LEASE LINE (Feet)

23. NUMBER OF ACRES IN DRILLING UNIT

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

26. PROPOSED DEPTH

1222 MD: 6506  TVD: 6420
27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE
5063 WYB000493 437478
Hole, Casing, and Cement Information
String | Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks | Yield | Weight
Surf 12.25 8.625 0 - 300 24.0 J-55 ST&C 8.3 Class G 138 1.17 15.8
Prod 7.875 5.5 0 - 6506 15.5 J-55LT&C 8.3 Premium Lite High Strength 311 3.26 11.0
50/50 Poz 363 1.24 14.3
ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SU

RVEYOR OR ENGINEER

COMPLETE DRILLING PLAN

D AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE)

D FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED)

TOPOGRAPHICAL MAP

NAME Mandie Crozier

TITLE Regulatory Tech

PHONE 435 646-4825

SIGNATURE

DATE 10/31/2012

EMAIL mcrozier@newfield.com

API NUMBER ASSIGNED
43047532920000

APPROVAL

Permit Manager

RECEI

VED: Novenber 21, 2012




APl Wl |l Nunber: 43047532920000

NEWFIELD PRODUCTION COMPANY
GMBU R-19-8-18
AT SURFACE: SW/SE SECTION 19, T8S R18E
UINTAH COUNTY, UTAH

TEN POINT DRILLING PROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0’- 1935’
Green River 1935’
Wasatch 6655’
Proposed TD 6506’

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation (Qil) 1935’ - 6655’

Fresh water may be encountered in the Uinta Formation, but would not be expected below about
350'. All water shows and water bearing geologic units shall be reported to the geologic and
engineering staff of the Vernal Office prior to running the next string of casing or before plugging
orders are requested. All water shows must be reported within one (1) business day after being
encountered.

All usable (<10,000 PPM TDS) water and prospectively valuable minerals (as described by BLM
at onsite) encountered during drilling will be recorded by depth and adequately protected. This
information shall be reported to the Vernal Office.

Detected water flows shall be sampled, analyzed, and reported to the geologic & engineering staff
of the Vernal Office. The office may request additional water samples for further analysis. Usage
of the State of Utah form Report of Water Encountered is acceptable, but not required.

The following information is requested for water shows and samples where applicable:

Location & Sampled Interval Date Sampled

Flow Rate Temperature

Hardness pH

Water Classification (State of Utah) Dissolved Calcium (Ca) (mg/l)
Dissolved Iron (Fe) (ug/l) Dissolved Sodium (Na) (mg/l)
Dissolved Magnesium (Mg) (mg/l) Dissolved Carbonate (CO3) (mg/l)
Dissolved Bicarbonate (NaHCO3) (mg/l) Dissolved Chloride (CI) (mg/1)
Dissolved Sulfate (SO,) (mg/l) Dissolved Total Solids (TDS) (mg/l)

RECEI VED: Cctober 31, 2012
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Nunber :
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PROPOSED CASING PROGRAM

a. Casing Design: GMBU R-19-8-18
_ Interval . . Design Factors
Size Weight | Grade | Coupling -
Top Bottom Burst Collapse Tension
Surface casing 2,950 1,370 244,000
o' 300 24.0 J-55 STC
8-5/8" 17.53 14.35 33.89
Prod casing 4,810 4,040 217,000
o' 6,506’ 155 J-55 LTC
5-1/2" 2.32 2.15

Assumptions:

1) Surface casing max anticipated surface press (MASP) = Frac gradient — gas gradient
2) Prod casing MASP (production mode) = Pore pressure — gas gradient

3) All collapse calculations assume fully evacuated casing w/ gas gradient
4) All tension calculations assume air weight

Frac gradient at surface casing shoe =
Pore pressure at surface casing shoe =
Pore pressure at prod casing shoe =

Gas gradient =

13.0 ppg

8.33 ppg
8.33 ppyg

0.115 psi/ft

All casing shall be new or, if used, inspected and tested. Used casing shall meet or exceed

API standards for new casing.

All casing strings shall have a minimum of 1 (one) centralizer on each of the bottom three (3)

joints.
b. Cementing Design: GMBU R-19-8-18
: - Sacks OH Weight | Yield
Job Fill Description po e — (ppg) (fE¥/sk)
_ 138
Surface casing 300 Class G w/ 2% CaCl 161 30% 15.8 1.17
Prod casin ; 311
9 4,506 Prelm Lite Il w/ 10% gel + 3% 30% 11.0 3.26
Lead KC 1015
Prod casin 363
_ 9 2,000" | 950 Poz wi2% gel + 3% 30% 143 | 124
Tail C 451

*Actual volume pumped will be 15% over the caliper log

- Compressive strength of lead cement: 1800 psi @ 24 hours, 2250 psi @ 72 hours

- Compressive strength of tail cement: 2500 psi @ 24 hours

Hole Sizes: A 12-1/4” hole will be drilled for the 8-5/8” surface casing. A 7-7/8” hole will be

drilled for the 5-1/2” production casing.

The 8-5/8" surface casing shall in all cases be cemented back to surface. In the event that during
the primary surface cementing operation the cement does not circulate to surface, or if the cement
level should fall back more than 8 feet from surface, then a remedial surface cementing operation

shall be performed to insure adequate isolation and stabilization of the surface casing.

MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

RECE| VED: Cct ober

31, 2012



APl Wl |l Nunber: 43047532920000

The operator’s minimum specifications for pressure control equipment are as follows:

An 8” Double Ram Hydraulic unit with a closing unit will be utilized. Function test of BOP’s will
be check daily.

Refer to Exhibit C for a diagram of BOP equipment that will be used on this well.

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

From surface to £300 feet will be drilled with an air/mist system. The air rig is equipped with a 6
%" blooie line that is straight run and securely anchored. The blooie line is used with a discharge
less than 100 ft from the wellbore in order to minimize the well pad size. The blooie line is not
equipped with an automatic igniter or continuous pilot light and the compressor is located less
than 100 ft from the well bore due to the low possibility of combustion with the air dust mixture.
The trailer mounted compressor (capacity of 2000 CFM) has a safety shut-off valve which is
located 15 feet from the air rig. A truck with 70 bbls of water is on stand by to be used as kill
fluid, if necessary. From about +300 feet to TD, a fresh water system will be utilized. Clay
inhibition and hole stability will be achieved with a KCI substitute additive. This additive will be
identified in the APD and reviewed to determine if the reserve pit shall be lined. This fresh water
system will typically contain Total Dissolved Solids (TDS) of less than 3000 PPM. Anticipated
mud weight is 8.4 Ibs/gal. If necessary to control formation fluids or pressure, the system will be
weighted with the addition of bentonite gel, and if pressure conditions warrant, with barite

No chromate additives will be used in the mud system on Federal and/or Indian lands without
prior BLM approval to ensure adequate protection of fresh aquifers.

No chemicals subject to reporting under SARA Title 11l in an amount equal to or greater than
10,000 pounds will be used, produced, stored, transported, or disposed of annually in association
with the drilling, testing, or completing of this well. Furthermore, no extremely hazardous
substances, as defined in 40 CFR 355, in threshold planning quantities, will be used, produced,
stored, transported, or disposed of in association with the drilling, testing, or completing of this
well.

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion operations.

Newfield Production will visually monitor pit levels and flow from the well during drilling

operations.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:
Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
threads.

8. TESTING, LOGGING AND CORING PROGRAMS:

The logging program will consist of a Dual Induction, Gamma Ray and Caliper log from TD to
base of surface casing @ 300’ +/-, and a Compensated Neutron-Formation Density Log from TD
to 3500” +-. A cement bond log will be run from PBTD to cement top. No drill stem testing or
coring is planned for this well.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

No abnormal temperatures or pressures are anticipated. No hydrogen sulfide has been encountered
or is known to exist from previous drilling in the area at this depth. Maximum anticipated

RECEI VED: Cctober 31, 2012



APl Wl |l Nunber: 43047532920000

bottomhole pressure will approximately equal total depth in feet multiplied by a 0.433 psi/foot
gradient.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the first quarter of 2013, and take
approximately seven (7) days from spud to rig release.

RECEI VED: Cctober 31, 2012



APl Well Nunber: 43047532920000
T8S, RIBE, S.L.B.&M.
§ WELL LOCATION:
R—19-8-18
i“ga ELEV. UNGRADED GROUND = 5063’
§£§/\\ . o
/ 7
757187y _ 3658 55 Wendmn Treqy

NEWFIELD EXPLORATION COMPANY

Q _
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(Tristate Aluminum Cap)
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2959.41" (Meas. to True)

NAD 83 (SURFACE LOCATION)

WELL LOCATION, R—=19—-8-18, LOCATED

AS SHOWN IN THE SW 1/4 SE 1/4 OF
SECTION 19, T18S, R13E, S.L.B.&M.
UINTAH COUNTY, UTAH.

TARGET BOTTOM HOLE, R—19-8-18,
LOCATED AS SHOWN IN THE NE 1/4

SW 1/4 OF SECTION 19, T8S, R18E,
S.L.B.&M. UINTAH COUNTY, UTAH.

1000’

@)
O -
0

@]

I o — —

B AR SCALE

1000°

Mile
Marker #10
Sandstone

NOTES:

7. Well footages are measured at right
angles to the Section Lines.

2. Bearings are based on Global
Positioning Satellite observations.

10-01-12
STACY W.

TRI STATE LAND SURVEYING & CONSULTING

180 NORTH VERNAL AVE. — VERNAL, UTAH 84078
(435) 781—2501

DATE SURVEYED: | syrveveD BY: C.s.

s are based on NAD 83 (BOTTOM HOLE LOCATION) 02-15-12 VERSION:
LATITUDE = 4005'53.26" LATITUDE = 40'05'59.92" .
n.  LOCATION: LONGITUDE = 109'56'02.29" LONGITUDE = 109'56'11.53" DATE DRAWN: DRAWN BY: V.H
110°00°43.28” NAD 27 (SURFACE LOCATION) | NAD 27 (BOTTOM HOLE LOCATION) 10-01—-12 o \/2
Flev. 5281 57 LATTUDE = 40°0553.40" LATITUDE = 40°06’00.05 REVISED:
: : LONGITUDE = 109'55'59.76"

LONGITUDE = 109'56°09.00”

SCALE: 17 = 1000

RECEI VED: Cctober 31, 2012
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Access Road Map | il N

{\7-%~*“rr’ *ﬂ“*{*;f;j_ i

| AT pesnges & (T

1 15-19-8-18 (Existing Well) |
7 1S-19-8-18 (Proposed Well)
- IR- 19-8 18 (Proposed WeII)

= ;Lsaﬂt {«_&lea

= s - Al See Topo "B} |

% 0.3 mi.

Legend

O—0 Existing Road

|

P: (435) 781-2501 N NEWFIELD EXPLORATION COMPANY
Tri Stat £ ¢idol a2t 15-19-8-18 (Existing Well)
ri ate S-19-8-18 (Proposed Well)
Land Surveying, Inc. R-19-8-18 (Proposed Well)
1 NORTHVERNAL AVE. VERNAL. UTAH-04078 SEC. 19, T8S, R18E, S.L.B.&M. Uintah County, UT.
DRAWN BY: A.P.C.|REVISED: VERSION: SHEET
DATE: 10-01-2012 V2 TOPOGRAPHIC MAP A
SCALE: 1:100,000




APl Wl | Nunber: 43047532920000

Access Road Map

15-19-8-18 (Existing Well)

S$-19-8-18 (Proposed Well)

R-19-8-18 (Proposed Well)

Legend

O—O0 Existing Road

THE PARCEL INFORMATION SHOWN HAS NOT BEEN SURVEYED BY TRI-STATE LAND SURVEYING, INC. - TRI-STATE DOES NOT WARRANTY PROPERTY
PARCEL DATA ORANY ASSOCIATED INFORMATION. A PROPERTY SURVEY IS REQUIRED TO DETERMINE THE ACTUAL LOCATION OF PROPERTY LINES

AND SHOW ACCURATE DISTANCES ACROSS PARCELS.

P: (435) 781-2501 N NEWFIELD EXPLORATION COMPANY
Tri Stat £ ¢idol a2t 15-19-8-18 (Existing Well)
ri ate S-19-8-18 (Proposed Well)
Land Surveying, Inc. R-19-8-18 (Proposed Well)
1 NORTHVERNAL AVE. VERNAL. UTAH-04078 SEC. 19, T8S, R18E, S.L.B.&M. Uintah County, UT.

DRAWN BY: A.P.C.|REVISED: 10-01-12 A.P.C. | VERSION: SHEET
DATE: 02-27-2012 V2 TOPOGRAPHIC MAP B
SCALE: 1"=2,000"
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Legend

O

O Existing Road

P— -* Proposed Flowline

Proposed Pipeline Map

Tie in at Proposed
Flowline

15-19-8-18 (Existing Well)
S$-19-8-18 (Proposed Well)
R-19-8-18 (Proposed Well)

: Existing
Existing
T uf Gas Pipeline

Total Pipeline Distances

Proposed Flowline + 2,923

THE PARCEL INFORMATION SHOWN HAS NOT BEEN SURVEYED BY TRI-STATE LAND SURVEYING, INC. - TRI-STATE DOES NOT WARRANTY PROPERTY
PARCEL DATA ORANY ASSOCIATED INFORMATION. A PROPERTY SURVEY IS REQUIRED TO DETERMINE THE ACTUAL LOCATION OF PROPERTY LINES

AND SHOW ACCURATE DISTANCES ACROSS PARCELS.

Tri State

Land Surveying, Inc.
180 NORTH VERNAL AVE. VERNAL, UTAH 84078

P: (435) 781-2501 N
F: (435) 781-2518

DRAWN BY: A.P.C.|REVISED:

10-01-12 A.P.C. | VERSION:

DATE: 02-27-2012

V2

SCALE: 1"=2,000"

NEWFIELD EXPLORATION COMPANY

15-19-8-18 (Existing Well)
S$-19-8-18 (Proposed Well)
R-19-8-18 (Proposed Well)
SEC. 19, T8S, R18E, S.L.B.&M. Uintah County, UT.

SHEET
TOPOGRAPHIC MAP C
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15-19-8-18 (Existing Well)
S$-19-8-18 (Proposed Well)
R-19-8-18 (Proposed Well)

®) O
o @)
()]
@
Q
é @
®)

@ Pad Location

Exhibit "B" Map

o)
® &
o
. o
o
o o
o)
® o
® ® ®
®
o

THE PARCEL INFORMATION SHOWN HAS NOT BEEN SURVEYED BY TRI-STATE LAND SURVEYING, INC. - TRI-STATE DOES NOT WARRANTY PROPERTY
PARCEL DATA ORANY ASSOCIATED INFORMATION. A PROPERTY SURVEY IS REQUIRED TO DETERMINE THE ACTUAL LOCATION OF PROPERTY LINES

AND SHOW ACCURATE DISTANCES ACROSS PARCELS.

P: (435) 781-2501
F: (435) 781-2518

Tri State

Land Surveying, Inc.

180 NORTH VERNAL AVE. VERNAL, UTAH 84078

DRAWN BY: A.P.C.|REVISED:

VERSION:

DATE: 10-01-2012

SCALE: 1"=2,000"

V2

N

NEWFIELD EXPLORATION COMPANY

15-19-8-18 (Existing Well)
S$-19-8-18 (Proposed Well)
R-19-8-18 (Proposed Well)

SEC. 19, T8S, R18E, S.L.B.&M. Uintah County, UT.

TOPOGRAPHIC MAP

SHEET

D
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NEWEFIELD

NEWFIELD EXPLORATION

USGS Myton SW (UT)
SECTION 19 T8S R18E
R-19-8-18

Wellbore #1

Plan: Design #1

Standard Planning Report

24 September, 2012

ﬁ

PAYZONE

RECEI VED: Cctober 31, 2012



APl Wl |l Nunber: 43047532920000
NEWFEIELD Payzone Directional
Planning Report
Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Well R-19-8-18
Company: NEWFIELD EXPLORATION TVD Reference: R-19-8-18 @ 5075.0ft (Original Well Elev)
Project: USGS Myton SW (UT) MD Reference: R-19-8-18 @ 5075.0ft (Original Well Elev)
Site: SECTION 19 T8S R18E North Reference: True
Well: R-19-8-18 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1
Project USGS Myton SW (UT), DUCHESNE COUNTY, UT, USA
Map System: US State Plane 1983 System Datum: Mean Sea Level
Geo Datum: North American Datum 1983
Map Zone: Utah Central Zone
Site SECTION 19 T8S R18E, SEC 19 T8S R18E
Site Position: Northing: 7,209,998.99 1 Latitude: 40°6' 10.109 N
From: Lat/Long Easting: 2,078,000.00 ft Longitude: 109° 56' 7.952 W
Position Uncertainty: 0.0 ft Slot Radius: " Grid Convergence: 1.00 °
Well R-19-8-18, SHL LAT: 40 05 53.26 LONG: -109 56 02.29
Well Position +N/-S -1,704.8 ft Northing: 7,208,302.12 ft Latitude: 40° 5'53.260 N
+E/-W 439.9 ft Easting: 2,078,469.73 ft Longitude: 109° 56' 2.290 W
Position Uncertainty 0.0 ft Wellhead Elevation: 5,075.0 ft Ground Level: 5,063.0 ft
Wellbore Wellbore #1
Magnetics Model Name Sample Date Declination Dip Angle Field Strength
©) ©) (nT)
IGRF2010 9/24/2012 1.1 65.83 52,195
Design Design #1
Audit Notes:
Version: Phase: PROTOTYPE Tie On Depth: 0.0
Vertical Section: Depth From (TVD) +N/-S +E/-W Direction
(ft) (ft) (ft) ©)
5,460.0 0.0 0.0 312.18
Plan Sections
Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +E/-W Rate Rate Rate TFO
(ft) ) ) (ft) (ft) (ft) (°/100ft) (°/100ft) (°/100ft) ©) Target
0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.00 0.00 0.00 0.00
1,279.1 10.19 312.18 1,275.5 40.4 -44.6 1.50 1.50 0.00 312.18
5,530.6 10.19 312.18 5,460.0 545.3 -601.8 0.00 0.00 0.00 0.00 R-19-8-18 TGT
6,505.9 10.19 312.18 6,420.0 661.1 -729.6 0.00 0.00 0.00 0.00
9/24/2012 5:51:48PM Page 2 COMPASS 2003.21 Build 40

RECE| VED: Cct ober

31, 2012
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NEWFIELD Payzone Directional
Planning Report
Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Well R-19-8-18
Company: NEWFIELD EXPLORATION TVD Reference: R-19-8-18 @ 5075.0ft (Original Well Elev)
Project: USGS Myton SW (UT) MD Reference: R-19-8-18 @ 5075.0ft (Original Well Elev)
Site: SECTION 19 T8S R18E North Reference: True
Well: R-19-8-18 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1
Planned Survey
Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +E/-W Section Rate Rate Rate
(ft) ©) ©) (ft) (ft) (ft) (ft) (°/100ft) (°/100ft) (°/100ft)
0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
100.0 0.00 0.00 100.0 0.0 0.0 0.0 0.00 0.00 0.00
200.0 0.00 0.00 200.0 0.0 0.0 0.0 0.00 0.00 0.00
300.0 0.00 0.00 300.0 0.0 0.0 0.0 0.00 0.00 0.00
400.0 0.00 0.00 400.0 0.0 0.0 0.0 0.00 0.00 0.00
500.0 0.00 0.00 500.0 0.0 0.0 0.0 0.00 0.00 0.00
600.0 0.00 0.00 600.0 0.0 0.0 0.0 0.00 0.00 0.00
700.0 1.50 312.18 700.0 0.9 -1.0 1.3 1.50 1.50 0.00
800.0 3.00 312.18 799.9 35 -3.9 52 1.50 1.50 0.00
900.0 4.50 312.18 899.7 7.9 -8.7 11.8 1.50 1.50 0.00
1,000.0 6.00 312.18 999.3 14.1 -15.5 20.9 1.50 1.50 0.00
1,100.0 7.50 312.18 1,098.6 21.9 -24.2 327 1.50 1.50 0.00
1,200.0 9.00 312.18 1,197.5 31.6 -34.8 47.0 1.50 1.50 0.00
1,279.1 10.19 312.18 1,275.5 40.4 -44.6 60.2 1.50 1.50 0.00
1,300.0 10.19 312.18 1,296.1 429 -47.4 63.9 0.00 0.00 0.00
1,400.0 10.19 312.18 1,394.5 54.8 -60.5 81.6 0.00 0.00 0.00
1,500.0 10.19 312.18 1,492.9 66.7 -73.6 99.3 0.00 0.00 0.00
1,600.0 10.19 312.18 1,591.4 78.5 -86.7 117.0 0.00 0.00 0.00
1,700.0 10.19 312.18 1,689.8 90.4 -99.8 134.6 0.00 0.00 0.00
1,800.0 10.19 312.18 1,788.2 102.3 -112.9 152.3 0.00 0.00 0.00
1,900.0 10.19 312.18 1,886.6 114.2 -126.0 170.0 0.00 0.00 0.00
2,000.0 10.19 312.18 1,985.1 126.0 -139.1 187.7 0.00 0.00 0.00
2,100.0 10.19 312.18 2,083.5 137.9 -152.2 205.4 0.00 0.00 0.00
2,200.0 10.19 312.18 2,181.9 149.8 -165.3 223.1 0.00 0.00 0.00
2,300.0 10.19 312.18 2,280.3 161.7 -178.4 240.7 0.00 0.00 0.00
2,400.0 10.19 312.18 2,378.8 173.5 -191.5 258.4 0.00 0.00 0.00
2,500.0 10.19 312.18 2,477.2 185.4 -204.6 276.1 0.00 0.00 0.00
2,600.0 10.19 312.18 2,575.6 197.3 -217.7 293.8 0.00 0.00 0.00
2,700.0 10.19 312.18 2,674.0 209.1 -230.8 311.5 0.00 0.00 0.00
2,800.0 10.19 312.18 2,772.5 221.0 -243.9 329.2 0.00 0.00 0.00
2,900.0 10.19 312.18 2,870.9 232.9 -257.0 346.8 0.00 0.00 0.00
3,000.0 10.19 312.18 2,969.3 244.8 -270.1 364.5 0.00 0.00 0.00
3,100.0 10.19 312.18 3,067.7 256.6 -283.2 382.2 0.00 0.00 0.00
3,200.0 10.19 312.18 3,166.2 268.5 -296.3 399.9 0.00 0.00 0.00
3,300.0 10.19 312.18 3,264.6 280.4 -309.4 417.6 0.00 0.00 0.00
3,400.0 10.19 312.18 3,363.0 292.3 -322.6 435.3 0.00 0.00 0.00
3,500.0 10.19 312.18 3,461.4 304.1 -335.7 453.0 0.00 0.00 0.00
3,600.0 10.19 312.18 3,559.8 316.0 -348.8 470.6 0.00 0.00 0.00
3,700.0 10.19 312.18 3,658.3 327.9 -361.9 488.3 0.00 0.00 0.00
3,800.0 10.19 312.18 3,756.7 339.8 -375.0 506.0 0.00 0.00 0.00
3,900.0 10.19 312.18 3,855.1 351.6 -388.1 523.7 0.00 0.00 0.00
4,000.0 10.19 312.18 3,953.5 363.5 -401.2 541.4 0.00 0.00 0.00
4,100.0 10.19 312.18 4,052.0 375.4 -414.3 559.1 0.00 0.00 0.00
4,200.0 10.19 312.18 4,150.4 387.3 -427 .4 576.7 0.00 0.00 0.00
4,300.0 10.19 312.18 4,248.8 399.1 -440.5 594.4 0.00 0.00 0.00
4,400.0 10.19 312.18 4,347.2 411.0 -453.6 612.1 0.00 0.00 0.00
4,500.0 10.19 312.18 4,445.7 422.9 -466.7 629.8 0.00 0.00 0.00
4,600.0 10.19 312.18 4,544 .1 434.8 -479.8 647.5 0.00 0.00 0.00
4,700.0 10.19 312.18 4,642.5 446.6 -492.9 665.2 0.00 0.00 0.00
4,800.0 10.19 312.18 4,740.9 458.5 -506.0 682.8 0.00 0.00 0.00
4,900.0 10.19 312.18 4,839.4 4704 -519.1 700.5 0.00 0.00 0.00
5,000.0 10.19 312.18 4,937.8 482.3 -532.2 718.2 0.00 0.00 0.00
5,100.0 10.19 312.18 5,036.2 494 1 -545.3 735.9 0.00 0.00 0.00
5,200.0 10.19 312.18 5,134.6 506.0 -558.4 753.6 0.00 0.00 0.00

9/24/2012 5:51:48PM
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NEWFIELD Payzone Directional :«‘
Planning Report f
PAYZONE
Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: Well R-19-8-18
Company: NEWFIELD EXPLORATION TVD Reference: R-19-8-18 @ 5075.0ft (Original Well Elev)
Project: USGS Myton SW (UT) MD Reference: R-19-8-18 @ 5075.0ft (Original Well Elev)
Site: SECTION 19 T8S R18E North Reference: True
Well: R-19-8-18 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1
Planned Survey
Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +N/-S +E/-W Section Rate Rate Rate
(ft) ©) ©) (ft) (ft) (ft) (ft) (°/100ft) (°/100ft) (°/100ft)
5,300.0 10.19 312.18 5,233.1 517.9 -571.5 771.3 0.00 0.00 0.00
5,400.0 10.19 312.18 5,331.5 529.7 -584.6 788.9 0.00 0.00 0.00
5,500.0 10.19 312.18 5,429.9 541.6 -597.7 806.6 0.00 0.00 0.00
5,530.6 10.19 312.18 5,460.0 545.3 -601.8 812.0 0.00 0.00 0.00
5,600.0 10.19 312.18 5,528.3 553.5 -610.9 824.3 0.00 0.00 0.00
5,700.0 10.19 312.18 5,626.8 565.4 -624.0 842.0 0.00 0.00 0.00
5,800.0 10.19 312.18 5,725.2 577.2 -637.1 859.7 0.00 0.00 0.00
5,900.0 10.19 312.18 5,823.6 589.1 -650.2 877.4 0.00 0.00 0.00
6,000.0 10.19 312.18 5,922.0 601.0 -663.3 895.1 0.00 0.00 0.00
6,100.0 10.19 312.18 6,020.4 612.9 -676.4 912.7 0.00 0.00 0.00
6,200.0 10.19 312.18 6,118.9 624.7 -689.5 930.4 0.00 0.00 0.00
6,300.0 10.19 312.18 6,217.3 636.6 -702.6 948.1 0.00 0.00 0.00
6,400.0 10.19 312.18 6,315.7 648.5 -715.7 965.8 0.00 0.00 0.00
6,505.9 10.19 312.18 6,420.0 661.1 -729.6 984.5 0.00 0.00 0.00
9/24/2012 5:51:48PM Page 4 COMPASS 2003.21 Build 40
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APl WelT Nunber: 43047532920000_
Project: USGS Myton SW (UT) T M Azimuths to True North
NEWFIELD Site: SECTION 19 T8S R18E Magnetic North: 11.10°
Well: R-19-8-18
Wellbore: Wellbore #1 Magnetic Field
Desian: Desian #1 Strength: 52194.6snT
Dip Angle: 65.83°
Date: 9/24/2012
Model: IGRF2010
1 1500}
0] wﬁgr .
-{ 600 0 i
] / Fo-= ===+ Start Build 1.50 .
] 1275 60 5° 1200
i / 40° - — — - Start 4251.5 hold at 1279.1 MD 7
2000—| ]
1 900—
— | ]
£ . 10 Start 975.4 hold at 5530.6 M i
+ 4000 , 1
8 . 2 = ] &
& ] e ) ] &
N 7 . ()
£ i r S ‘\}93
a 7 5460 812 // ’/, T 600
s / T
IS ] £
-8 6000 o i
s 1 6420 985 \ z ]
> ] (sl et - TD at 6505.9 a0 o
q) a \\ E -]
= i . = i
|_ ]
1 i & 300
il A 7
. an # 1
i o.1g/Desian 7
8000 R-19-8 ]
] -0
10000—] ]
1 -300—]
12000} ]
T T T T T T T T T T T T T T T T T T T T T T T T T —
-2000 -0 2000 4000 i
VertlcalseCtlonat312180(2000ft/|n) 7\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\
-900 -600 -300 -0
WELLBORE TARGET DETAILS West(-)/EaSt(+) (300 ft/ln)
Name TVD +N/-S +E/-W Shape
R-19-8-18 TGT  5460.0 545.3 -601.8 Circle (Radius: 75.0) SECTION DETAILS
Sec MD Inc Azi  TVD +N/-S +E/-W DLeg TFace VSec Target
1 00 000 000 00 00 00 000 0.00 0.0
2 6000 0.00 0.00 6000 0.0 0.0 0.00 000 0.0
31279.110.19312.18 12755 40.4 -44.6 1.50312.18 60.2
4 5530.610.19312.18 5460.0 545.3 -601.8 0.00 0.00 812.0 R-19-8-18 TGT
5 6505.910.19312.18 6420.0 661.1 -729.6 0.00 0.00 984.5
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NEWFIELD PRODUCTION COMPANY
GMBU R-19-8-18
AT SURFACE: SW/SE SECTION 19, T8S R18E
UINTAH COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site GMBU R-19-8-18 located in the SW
1/4 SE 1/4 Section 19, T8S, R18E, Uintah County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 — 1.4 miles + to the junction of this
highway and UT State Hwy 53; proceed in a southeasterly direction — 6.8 miles + to it’s junction

with an existing road to the east; proceed in a easterly direction — 6.9 miles + to it’s junction with
an existing road to the northeast; proceed in a northeasterly direction — 0.3 miles + to it’s junction
with the beginning of the access road to the existing 15-19-8-18 well location.

The aforementioned dirt oil field service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads for access during the drilling, completion and production phase will be maintained at
the standards required by the State of Utah, or other controlling agencies. This maintenance will
consist of some minor grader work for smoothing road surfaces and for snow removal. Any
necessary fill material for repair will be purchase and hauled from private sources.

PLANNED ACCESS ROAD

There is no proposed access road for this location. The proposed well will be drilled directionaly
off of the existing 15-19-8-18 well pad. See attached Topographic Map “B”.

There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road.

There are no fences encountered along this proposed road. There will be no new gates or cattle
guards required.

All construction material for this access road will be borrowed material accumulated during
construction of the access road.

LOCATION OF EXISTING WELLS

Refer to Exhibit “B”.

LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.

It is anticipated that this well will be a producing oil well.

RECEI VED: Cctober 31,
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Upon construction of a tank battery, the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum 110% of the largest tank volume within the facility battery.

Tank batteries will be built to State specifications.

All permanent (on site for six (6) months or longer) structures, constructed or installed (including
pumping units), will be painted a flat, non-reflective, earth tone color to match one of the standard
environmental colors, as determined by the Rocky Mountain Five State Interagency Committee.
All facilities will be painted within six months of installation.

5. LOCATION AND TYPE OF WATER SUPPLY

Newfield Production will transport water by truck from nearest water source as determined by a
Newfield representative for the purpose of drilling the above mentioned well. The available water
sources are as follows:

Johnson Water District
Water Right : 43-10136

Maurice Harvey Pond
Water Right: 47-1358

Neil Moon Pond
Water Right: 43-11787

Newfield Collector Well
Water Right: 47-1817 (A30414DVA, contracted with the Duchesne County Conservancy
District).

There will be no water well drilled at this site.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location shall be borrowed material accumulated during
construction of the location site and access road.

A mineral material application is not required for this location.

7. METHODS FOR HANDLING WASTE DISPOSAL

A small reserve pit (90° x 40° x 8’ deep, or less) will be constructed from native soil and clay
materials. The reserve pit will receive the processed drill cutting (wet sand, shale & rock)
removed from the wellbore. Any drilling fluids, which do accumulate in the pit as a result of
shale-shaker carryover, cleaning of the sand trap, etc., will be promptly reclaimed. All drilling
fluids will be fresh water based, typically containing Total Dissolved Solids of less than 3000
PPM. No potassium chloride, chromates, trash, debris, nor any other substance deemed hazardous
will be placed in this pit. Therefore, it is proposed that no synthetic liner be required in the
reserve pit. However, if upon constructing the pit there is insufficient fine clay and silt present, a
liner will be used for the purpose of reducing water loss through percolation.

Newfield requests approval that a flare pit not be constructed or utilized on this location.
A portable toilet will be provided for human waste.

A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site
at the completion of the drilling activities.

8. ANCILLARY FACILITIES
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API

Vel |

Nunber: 43047532920000

There are no ancillary facilities planned for at the present time and none foreseen in the near
future.

WELL SITE LAYOUT

See attached Location Layout Sheet.

Fencing Requirements

All pits will be fenced according to the following minimum standards:
a) A 39-inch net wire shall be used with at least one strand of barbed wire on top of the net.

b) The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

c) Corner posts shall be centered and/or braced in such a manner to keep tight at all times

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the corner
posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the fourth side
when the rig moves off location. Pits will be fenced and maintained until cleanup.

Existing fences to be crossed by the access road will be braced and tied off before cutting so as to
prevent slacking in the wire. The opening shall be closed temporarily as necessary during
construction to prevent the escape of livestock, and upon completion of construction the fence
shall be repaired to BLM specifications.

10. PLANS FOR RESTORATION OF SURFACE:

11.

12.

a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of all unused
tubing, equipment, debris, material, trash and junk not required for production.

The reserve pit and that portion of the location not needed for production facilities/operations will
be recontoured to the approximated natural contours. Weather permitting, the reserve pit will be
reclaimed within one hundred twenty (120) days from the date of well completion. Before any
dirt work takes place, the reserve pit must have all fluids and hydrocarbons removed.

b) Dry Hole Abandoned Location
At such time as the well is plugged and abandoned, the operator shall submit a subsequent report
of abandonment and the State of Utah will attach the appropriate surface rehabilitation conditions

of approval.

SURFACE OWNERSHIP - Buruea of Land Management.

OTHER ADDITIONAL INFORMATION

The Archaeological Resource Survey and Paleontological Resource Survey for this area are
attached. State of Utah Antiquities Project Permit # U-04-MQ-1430b 1/4/05, prepared by
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Montgomery Archaeological Consultants. . Paleontological Resource Survey prepared by, Wade
Miller, 9/27/04. See attached report cover pages, Exhibit “D”.

Surface Flow Line

Newfield requests 2,923’ of surface flow line be granted. The Surface Flow Line will consist of up to a
14” bundled pipe consisting of 2-2” poly glycol lines and 1-3” production line. Refer to Topographic Map
“C” for the proposed location of the proposed flow line. Flow lines will be tan and will be constructed
using the following procedures as outlined in the Greater Monument Butte Green River Development SOP.

Water Disposal

After first production, if the production water meets quality guidelines, it will be transported to the Ashley,
Monument Butte, Jonah, South Wells Draw and Beluga water injection facilities by company or contract
trucks. Subsequently, the produced water is injected into approved Class 11 wells to enhance Newfield's
secondary recovery project. Water not meeting quality criteria, will be disposed at Newfield's Pariette #4
disposal well (Sec. 7, T9S R19E), Federally approved surface disposal facilities or at a State of Utah
approved surface disposal facilities.

Additional Surface Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made

with all applicable laws and regulations, Onshore Oil and Gas Orders, the approved plan of operations and
any applicable Notice to Lessees. A copy of these conditions will be furnished to the field representative
to ensure compliance.

Details of the On-Site Inspection
The proposed GMBU R-19-8-18 was on-sited on 9/18/12. The following were present; Corie Miller
(Newfield Production) and Sheri Wysong (Bureau of Land Management).

Hazardous Material Declaration

Newfield Production Company guarantees that during the drilling and completion of the GMBU R-19-8-
18, Newfield will not use, produce, store, transport or dispose 10,000# annually of any of the hazardous
chemicals contained in the Environmental Protection Agency’s consolidated list of chemicals subject to
reporting under Title 111 Superfund Amendments and Reauthorization Act (SARA) of 1986. Newfield also
guarantees that during the drilling and completion of the GMBU R-19-8-18, Newfield will use, produce,
store, transport or dispose less than the threshold planning quantity (T.P.Q.) of any extremely hazardous
substances as defined in 40 CFR 355.

A complete copy of the approved APD, if applicable, shall be on location during the construction of the
location and drilling activities.

Newfield Production Company or a contractor employed by Newfield Production shall contact the State
office at (801) 722-3417, 48 hours prior to construction activities.

13. LESSEE’S OR OPERATOR’S REPRENSENTATIVE AND CERTIFICATION:
Representative
Name: Corie Miller
Address: Newfield Production Company

Route 3, Box 3630
Myton, UT 84052
Telephone: (435) 646-3721

Certification

Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the operator of well
#R-19-8-18, Section 19, Township 8S, Range 18E: Lease UTU-36846 Uintah County, Utah: and is
responsible under the terms and conditions of the lease for the operations conducted upon the leased lands.
Bond coverage is provided by, Federal Bond #WYB000493.
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I hereby certify that the proposed drill site and access route have been inspected, and | am familiar with the
conditions which currently exist; that the statements made in this plan are true and correct to the best of my
knowledge; and that the work associated with the operations proposed here will be performed by Newfield
Production Company and its contractors and subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is subject to the provisions of the 18 U.S.C. 1001

for the filing of a false statement.

Digital
Mandie Crozier r:

Date: 2012.10.30 16:45:21 -06'00"

10/31/12

Mandie Crozier
Regulatory Analyst
Newfield Production Company

Date
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Typical 2M BOP stack configuration

low-pressure

/ rotating head

'H“H“:Hu“%
[E@E:E:Mud Cross %E@E ——> to choke manifold
R £ A

ADJUSTABLE CHOKE

ADJUSTABLE CHOKE

2M CHOKE MANIFOLD EQUIPMENT - CONFIGURATION OF CHOKES MAY VARY
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NEWFIELD EXPLORATION COMPANY

WELL PAD INTERFERENCE PLAT
15—19—8—18 (Existing Well)

TOP HOLE FOOTAGES

R—19-8-18 (PROPOSED) S—19-8-18 (Proposed Well)

694’ FSL & 2007’ FEL R—19—-8—18 (Proposed Well)

S-19-5-18 (PROPOSED) Pad Location: SWSE Section 19, T8S, RIS8E, S.L.B.&M.

_— > —

676" FSL & 1990 FEL

CENTER OF
PATTERN FOOTAGES

£Edge of
R—19-8-18 (PROPOSED) ,, * <
1250° FSL & 2593 FEL N, % ©\ Existing Fad
5-19-8-18 (PROPOSED) NN
1356° FSL & 1351 FEL SN —~
NI QR
//(@-Oy, ?‘S\A “\ 5}
7 N Sl
A N m‘ % RELATIVE COORDINATES
fuisting A \\ n Bf From Top Hole to C.0.P.
R-79-8-18 (PROPOSED)‘ N ~ WELL NORTH EAST
Boiler @,5, SosT =) Gnchor R-19-8-18 545 —602°
OQ 5 Pump 945 o (Typ.) S—19-8-18 691 626’
oy O Jack Q N —_
Existing —_
ronke 15—-19-8-18

LATITUDE & LONGITUDE
Swurface position of Wells (NAD 83)

WELL LATITUDE LONGITUDE

Y 15-19-8-18 | 40" 05 52.91" | 109" 56’ 02.00"
R-19-8-18 | 40° 05’ 53.26" | 109" 568’ 02.29"
S—19-8-18 | 40° 05’ 53.08” | 109" 56’ 02.14”

(EXISTING)

BOTTOM HOLE FOOTAGES
R—19-8—18 (PROPOSED)
1368" FSL & 2492" FFL

S—19-8-18 (PROPOSED)
1501 FSL & 1215° FEL

Note: LATITUDE & LONGITUDE
Bearings are based Bottom Hole Position (NAD 83)
on GPS Observations.
WELL LATITUDE LONGITUDE
RELAT[VE COORD[NATES R—19—-8—-18 40° 05’ 59‘92” 109° 56’ 11_53”
From Top Hole to Bottom Hole S_19-8_18 10" 06 0124” | 109" 55 5218
WELL NORTH EAST
R—-19-8-18 661’ —730’ SURVEYED BY: C.S. DATE SURVEYED: 02-15-12 VERSION: T’I"’L State (435) 781-2501
S—-19-8-18 839’ 760’ DRAWN BY: V.H. DATE DRAWN: 10-01-12 \/2 Land SUT”Uey?lng, Inc.
SCALE: 1" = 60 REVISED: 180 NORTH VERNAL AVE. VERNAL, UTAH 84078
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LOCATION LAYOUT
15—19—8—18 (Exzisting Well) ~ }
S—19—8—18 (Proposed Well) =y
R—19—8-18 (Proposed Well) ©
Pad Location: SWSE Section 19, T8S, RISE, S.L.B.&M.
N
©
o
L
O S A E EEESS M A eSS A E H = C | EXQESS MAT*ER,‘AL, ,
@ Ei Approx. Dims. = 60 x60x10
Approx. -Area = 3,830-Sq. Ft.
- £890 Cu. Yds._
| |
STA. 2+85 I I\ DISTURBANCE
e " BOUNDARY
u Existing u
I Anchor I
() N
® (® T
I c/0.1 20 [ Ao W8 G-
1 —HX 0|5 o
_STA. 2405 g g 1o e
0 v Existi 2 B SsH s < e
o2 xisting NN ws LLLe e TR
I <8 Well Pad IO L i w13
5062 23 S e HESHOE J£39
B | U6 O RN — S ez
" o) s Proposed Well @ ] i al . +
STA. 1+55 100 S_Te-8-18 T O Ol 5 %
2 2 - —= . 2o
85 5 ‘ et
I Proposed WeHLei @ L/ % %
R-19-8-18 LQ\ <£Z
| =
= GRADE a7 1 ARE =
]
I c/0.1 @ AT Note:
0/7.2 Flare pit is to be
| DSﬁed Top of located a Minimum
n 3 of 100" from the
WELL HEAD: % ) QXE Cut Slope Proposed Well Head.
I EXISTING GRADED < 8 I
. GROUND = 5063’ OF .
STA. 0+50 O 2
_= i ] W |
| W |
| § =
_STA. 0+00 L @ J
L - I I H = & L ]
NOTE:
The topsoil & excess material areas are calculated
as being mounds containing 1,080 cubic yards of dirt m‘ )
(a 10% fluff factor is included). The mound areas are Topsoil to be $f//p,0€d From All
calculated with push slopes of 1.5:1 & fall slopes of New Construction Areas and
1.5:1. Proposed Stock File Locations
SURVEYED BY: C.S. DATE SURVEYED: 02-15-12 VERSION: Tf’afL State (435) 781-2501
DRAWN BY: M. W. DATE DRAWN: 02-17-12 \/2 La/nd Surweying [TLC.
SCALE: 1" = 60" |REVISED: V.H. 10-01-12 180 NORTH VERNAL AVE. VERNAL, UTAH 84078
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NEWFIELD EXPLORATION COMPANY
CROS'S SECTIONS
15—19—8—18 (Ezisting Well)
S—19—8—18 (Proposed Well)
R—19—8-18 (Proposed Well)
Pad Location: SWSE Section 19, 78S, RISE, S.L.B.&M.
[
Y — — — ﬁ\\ﬁfﬁ\ﬁg%gmjmim“:f -
1" = 60 STA. 2+85
I =
1" = 60’ STA. 2+05
EXISTING FINISHED
"O GRADE \ GRADE
CL I U a e —
! prOPOSED — - jjﬂimr_.
ﬁ WELL HEAD
1" = 60 STA. 7+55
©
M o _
e  — — — — =R
"= STA. 0+50 ESTIMATED EARTHWORK QUANTITIES
(No Shrink or swell adjustments have been used)
(Expressed in Cubic Yards)
ITEM CuT FILL 6” TOPSOIL| EXCESS
oTe 0 | w0 [ o] pmee ] o
UNLESS OTHERWISE PIT 690 0 in Pad Cut 690
NOTED ALL CUT/FILL
SLOPES ARE AT/W.5:'\ TOTALS 800 0 170 800
SURVEYED BY: C.S. DATE SURVEYED: 02—-15-12 VERSION: T’I"’L State (435) 781-2501
DRAWN BY: M. W. DATE DRAWN: 02-17-12 V2 i Land Surveying, Inc.
SCALE: 1" = 60 |REVISED: V.H. 10—-01-12 180 NORTH VERNAL AVE, VERNAL, UTAH 84078
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NEWFIELD EXPLORATION COMPANY
TYPICAL RIG LAYOUT

15—19-8—18 (Existing Well)

S—19—8—18 (Proposed Well)

R—19—8-18 (Proposed Well)

Pad Location. SWSE Section 19, T8S, RISE, S.L.B.&M.

/ %
QSTORAGE
TANK
©
N~
— |  YELLOW
DOG \ 47°
BOILER U] b
z tPUMP z 40’
<<
> = ]
L [ ”
PUMP | | of }38| =
o — =l 2| 1§ T
=) — o—| = & Q] B
o < =4 ol Wi N 15
0‘.@ 213 1o Sor R ﬁ\q | & i
>3 O TolET 1] |5 223 B . G R
'Qﬁ 5|2 & 2b a2 & ] ™
0 o _ Hlior 715 & = L [ ]
;E » T o <| 8o ® —
ARY%) 14 ol |- =] 27Ty - H ||
m| 100 |2 |&¢ ol 40| S
B TTETTS —@ 40’
gl o5 (5] 2] Luf® ]
Proposed Well @ .
R-19-8-18 — 8
PIPE RACKS —— 47" 1 ARE
<
. Note:
PIPE RACKS | oo Flare pit is to be
— o0 located a Minimum
Nl of 100" from the
LB Proposed Well Head.
\ . .
Existing
Well Pad

SURVEYED BY: C.S. DATE SURVEYED: 02—15—12 | VERSION:
DRAWN BY: M. W. DATE DRAWN: 02—-17-12 V2
SCALE: 1" = 60 |REVISED: V.H. 10—-01-12

Tri State
Land Surveying,

(435) 781-2501

Inc.

180 NORTH VERNAL AVE. VERNAL, UTAH 84078

RECE| VED: Cct ober

31, 2012
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NEWFIELD EXPLORATION COMPANY
RECLAMATION LAYOUT
15—19—8-18 (Existing Well)
S—19—8—18 (Proposed Well)
R—19—8-18 (Proposed Well)
Pad Location: SWSE Section 19, T8S, RISE, S.L.B.&M.

/ T

\ DISTURBANCE
BOUNDARY
Proposed

=
Unreclaimed Area
15-19-8-18(®)
S-19-8-18 (@
R-19-8-18 (@
[ ]
%% 3 /
Q
(9}
®
[0}
[
[ ] =
[}
Q
Q-
u'm = \ = /A‘

Notes: \ \ DISTURBED AREA:

1. Reclaimed Area to Include Seeding of Approved Vegetation TOTAL DISTURBED AREA = 2.46 ACRES
and Sufficient Storm Water Management System.

N

2. Actual Equipment Layout and Reclaimed Pad Surface Area TOTAL RECLAIMED AREA = 1.75 ACRES
May Change due to Production Requirements or Site Conditions. UNRECLAIMED AREA = 0.71 ACRES

SURVEYED BY: C.S. DATE SURVEYED: 02-15-12 VERSION: TT’L State (435) 781-2501

DRAWN BY: V.H. DATE DRAWN: 10-01-12 \/2 LCLnd SUTveying [TLC.

SCALE: 1”7 = 60 REVISED: 180 NORTH VERNAL AVE. VERNAL, UTAH 84078

RECEI VED: Cctober 31, 2012
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NEWFIELD EXPLORATION COMPANY

PROPOSED

Uintah County, Utah

SITE FACILITY DIAGRAM
15—19—8—18 (Ezisting Well) UTU-36846
S—19—8—18 (Proposed Well) UTU-36846

R—19—8—18 (Proposed Well) UTU-36846
Pad Location: SWSE Section 19, T8S, RISE, S.L.B.&M.

@ ......................................................
o
57
g’n? @ ................................
HE
s=2
c |
82 |[Fa
5‘,', 20 55 Gallons
= 2 P Methonol
d0 | i i
< 88
150 Gallons
Chemical Drums
55 Gallons —
Motor Ol B Heater

Treater

Water Tank
400 bbl

Production
Tank
400 bbl

Production
Tank
400 bbl

Dike Section

¢

Emulsion Line
Load Rack

Water Line — - — - —
Gas Sales — - — - —
Oil Line

NOT TO SCALE
SURVEYED BY: C.S. DATE SURVEYED: 02-15-12 VERSION: Tfr'lfl/ State (435) 781—-2501
DRAWN BY: V.H. DATE DRAWN: 10-01-12 \/2 Land Surweying [TLC

, .
SCALE: NONE |REVISED: 180 NORTH VERNAL AVE. VERNAL, UTAH 84078

RECE| VED: Cct ober

31, 2012
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4304750817

FED 3-24-8-17

HANCOCK 1-26-4-1

UTE TRIBAL 3-30-4-1E
4304740504

UTE TRIBAL4 -30-4-1

UTE TRIBAL 2-30-4-1E
4304751108
*

30 UTE TRIBAL 7-30-4-1E

*
UTE TRIBAL 3-29-4-1E
4304751105

UTE TRIBAL 6A-29-4-1E
4304751062

‘»\@
29

ELE] IS WELCH ]6-10-42E APl Number: 4304753292
HANCOCK 16{23-4-1 WELCH 14-19-4-1E 4304750870 4304750871
2304750669 SO Tl 4304750869 19 3 2 Well Name: GMBU R-19-8-18
SEA UTE TRIBAL 13-24-4-1 HANCOCK 15-24-4% WELCH 13-19-4-1E . .
Or\iggo%gls 23-4-1 06 HANCOCK ! @4304750868 Township T08.0S Range R18.0E Section 19
Meridian: SLBM
UTE TRIBAL 4-29-4-1E
2;054 ;?;E:f 3-25-4-1 4304751106 Operator: NEWFIELD PRODUCTION COMPANY

Map Prepared:
Map Produced by Diana Mason

Units Wells Query
STATUS Status

[ Jactve @ AP0 - Aproved permi

[ Jewiommony ©

DRL - Spuded (Drilling Commenced)

UTE 11-29-
4740386

Nmuosoz
Y RIDG QE/LB\/‘

GREATER MON BUTTE M-24-8-17 °
A [ osssrorace 5 cw-Gas ecion
. Jueeror .- Gas Sworege
EATER MON BUTTE H-24-8-17 GMBU L4-8-17 UTE TRIBAL 9-30-4-1E [ ne seconpary
4304751399 ) 4304751450 AT Do ® Loc-NewLocaion
* HUMPBACK E#D 7-24-8-17 UTE TRIBA®12-29-4-1E T ens & 09 - Operaon Suspended
43047348 0333 v ocomea & P Poamasraes
FEDERAL 10-20-8-18 [)eror Lt PGW - Producing Gas Well
GMBU R-24-8-17 FEDERAL 10-19-8-18 [ seconoary Fou: roseng Gl
R FEDERAL 12-19-8-18 HISES - sow-snu
144304751560 4304736190 4304736188 FEDERAL 12-20-8-18 L] resmareo B
MUAIOR(RIDEE: 245 4304736283 — AR —
PARIETTE FED 23 24 750812 R
# 4304732710 e O v Testven
::] aBanDoNED 0" WOW - Water Disposal
)MENT FEIELD Ve 55w waer esson
GMBU A-25-8-17 GMBU Q-19-8-18 620818 AT R——
4304753291 04753294 FEDERAL 14-20-8-18 2le o mactve
GREATER MON B®TTE B-25-8-17 4304736285 FEDERAL 15-20-8-18 STORAGE ®  Botom Hole Location - OiGasDb
HUMPBACK FED 16,24-8-17 43047514D1 4304753292 4304736286 TERMNATED
4304734879 i
FEDERAL 2-29-8-18
AD—A?E R-A—W ELD FEDERAL 4-28-8-18
o FEDERAL 4-30-8-18 RaCsiS6559 4304740166
UG HUMPBACK FED [-25-8-17 4304736225 FEDERAL 4-29-8-18 L AR e
- 4304739971 FEDERAL 3-30-8:18 4304736661 -29-8- i
4304751648 HUMPBACH 1-25-8-17 4304736224 4304736658 BOX ELOER R Location Map
YGMBU X-24-8-17 4304734489
4304751643
GMBU 7-30-8-18 suwm
4304751906
UMPBACK FED M-25-8° S g PARIETTE FED 32-29 To0eLE
Aaarsonrs 7 GMBU H-25-8-17 FEDERAL 6-30-8-18 o ARIETTEFED 629 A buckesne
4304751645 4304736244
& HUMPBAEK FED L-25-8-17
H%’f;’;ﬁgg 25-8-17 4304740009 EIGHT MILE FLAT NORTH FIELD é cARSON
28
30 29 MILLARD
FEDERAL 9-30-8-18
20.8- FEDERAL 43-29
MONUMENT FED 23-25 HUMPBACK 9-25-8-17 FEDERAL 12-30-8-18 goCsc22s Zgaigggef A VSRR o
4304732529 & Ry 4304736245 FEDERAL 10-30-8-18 & o w WAYNE
& - e FEDERAL 23-29-
FEDERAL 23-30 4304731586
4304732078
FEDERAL 16-30-8-18 FEDERAL 13-29-8-18
4304736232 4304736665 FEDERAL 14-29-8-18
HUMPHACK FED S-25-8-17 :FEDERAL 15-30-8-18 4304736717
430474p018 4304736231 FEDERAL 34-29
4304751634 FEDERAL 13-30-8-18 4304732742 I
HUMPBACK 16-25-8-17 4304736246
4304734488 -
GMBU 336-8-17H GMBU 1-32-8-18H 23 1,750 875 0 1,750 Feet
430475229 5 31 GMBU 3-32-8-18H 32 4304752401 T—
% » 4304752396
P ; 1:16,600

RECEI VED: Novenber 01, 2012
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT

Utah State Office
P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:

3160
(UT-922)
November 5, 2012

Memorandum
To: Assistant Field Manager Minerals, Vernal Field Office
From: Michael Coulthard, Petroleum Engineer
Subject: 2012 Plan of Development Greater Monument

Butte Unit, Duchesne and Uintah Counties,

Utah.

Pursuant to email between Diana Whitney, Division of 0il, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following wells are planned for calendar year
2012 within the Greater Monument Butte Unit, Duchesne and Uintah
Counties, Utah.

API # WELL NAME LOCATION
(Proposed PZ GREEN RIVER)

43-047-53287 GMBU D-26-8-17 Sec 26 T08S R17E 0470 FNL 1913 FWL
BHL Sec 26 T08S R17E 0022 FNL 1165 FWL

43-013-51824 GMBU J-33-8-17 Sec 34 T08S R17E 1925 FNL 0723 FWL
BHL Sec 33 T08S R17E 1158 FNL 0127 FEL

43-047-53288 GMBU H-26-8-17 Sec 26 T08S R17E 0461 FNL 1931 FWL
BHL Sec 26 T08S R17E 1325 FNL 2593 FEL

43-013-51825 GMBU G-34-8-17 Sec 34 T08S R17E 1905 FNL 0730 FWL
BHL Sec 34 T08S R17E 1171 FNL 1452 FWL

43-013-51826 GMBU L-34-8-17 Sec 34 T08S R17E 1994 FNL 1974 FEL
BHL Sec 34 TO08S R17E 2488 FSL 1205 FEL

43-013-51827 GMBU I-34-8-17 Sec 34 T08S R17E 1978 FNL 1960 FEL
BHL Sec 34 T08S R17E 1036 FNL 1149 FEL

43-013-51828 GMBU J-34-8-17 Sec 35 T08S R17E 2086 FNL 0677 FWL
BHL Sec 34 T08S R17E 1059 FNL 0199 FEL

43-013-51829 GMBU G-35-8-17 Sec 35 T08S R17E 2073 FNL 0694 FWL
BHL Sec 35 T08S R17E 1129 FNL 1570 FWL

RECE| VED: November 06, 2012
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API #
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WELL NAME

(Proposed PZ GREEN RIVER)

43-013-51830

43-013-51831

43-047-53289

43-047-53290

43-013-51832

43-013-51833

43-047-53291

43-013-51834

43-013-51835

43-047-53292

43-047-53293

43-047-53294

This office has no objection to permitting the wells at this

time.

bcc:

Agr.

File -

GMBU

GMBU

GMBU

GMBU

GMBU

GMBU

GMBU

GMBU

GMBU

GMBU

GMBU

GMBU

Q0-35-8-17

N-35-8-17

G-26-8-17

N-26-8-17

P-26-8-17

0-26-8-17

A-25-8-17

L-27-8-17

S-27-8-17

R-19-8-18

S-19-8-18

0-19-8-18

BHL

BHL

BHL

BHL

BHL

BHL

BHL

BHL

BHL

BHL

BHL

BHL

Sec
Sec

Sec
Sec

Sec
Sec

Sec
Sec

Sec
Sec

Sec
Sec

Sec
Sec

Sec
Sec

Sec
Sec

Sec
Sec

Sec
Sec

Sec
Sec

LOCATION

35
35

35
35

26
26

26
26

27
26

27
26

19
25

27
27

27
27

19
19

19
19

19
19

Michael L. Coulthard

TO8S
TO8S

R17E
R17E

TO8S
TO8S

R17E
R17E

TO8S
TO8S

R17E
R17E

TO8S
TO8S

R17E
R17E

TO8S
TO8S

R17E
R17E

TO8S
TO8S

R17E
R17E

TO8S
TO8S

R18E
R17E

TO8S
TO8S

R17E
R17E

TO8S
TO8S

R17E
R17E

TO8S
TO8S

R18E
R18E

TO8S
TO8S

R18E
R18E

TO8S
TO8S

R18E
R18E

1842
1108

1855
2568

2013
0935

2031
2583

2143
1001

2163
2511

0703
0165

2249
2206

2235
1160

0694
1368

0676
1501

0690
1427

Digitally signed by Michael L. Coulthard
DN: cn=Michael L. Coulthard, o=Bureau of Land Management,
ou=Branch of Minerals, email=Michael_Coulthard@blm.gov, c=US

Date: 2012.11.05 14:34:00 -07'00"

Greater Monument Butte Unit
Division of 0il Gas and Mining
Central Files

Sec.

Chron

Fluid Chron

MCoulthard:mc:11-5-12

RECE| VED: November

FSL
FSL

FSL
FNL

FNL
FNL

FNL
FSL

FSL
FSL

FSL
FNL

FSL
FNL

FSL
FNL

FSL
FSL

FSL
FSL

FSL
FSL

FSL
FSL

0767
1679

0783
1672

1770
1126

1781
1179

0891
0275

0896
0190

0674
0157

1686
1161

1670
1165

2001
2492

1990
1215

0690
1435

FWL
FWL

FWL
FWL

FWL
FWL

FWL
FWL

FEL
FWL

FEL
FWL

FWL
FEL

FEL
FEL

FEL
FEL

FEL
FWL

FEL
FEL

FWL
FWL

Page 2
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NEWFIELD

VIA ELECTRONIC DELIVERY

ROCKY MOUNTAINS

November 7, 2012

State of Utah, Division of Oil, Gas and Mining
ATTN: Diana Mason

P.O. Box 145801

Salt Lake City, UT 84114-5801

RE: Directional Drilling
GMBU R-19-8-18
Greater Monument Butte (Green River) Unit

Surface Hole:  T8S-RI18E Section 19: SWSE (UTU-36846)
694’ FSL 2001’ FEL

At Target: T8S-R18E Section 19: NESW (UTU-36846)
1368’ FSL 2492’ FWL

Uintah County, Utah
Dear Ms. Mason:

Pursuant to the filing by Newfield Production Company (NPC) of an Application for Permit to Drill the
above referenced well dated 11/1/2012, a copy of which is attached, and in accordance with Oil and Gas
Conservation Rule R649-3-11, NPC hereby submits this letter as notice of our intention to directionally
drill this well.

The surface hole and target locations of this well are both within the boundaries of the Greater Monument
Butte Unit (UTU-87538X), of which Newfield certifies that it is the operator. Further, Newfield certifies
that all lands within 460 feet of the entire directional well bore are within the Greater Monument Butte
Unit.

NPC is permitting this well as a directional well in order to mitigate surface disturbance by utilizing pre-
exiting roads and pipelines.

NPC hereby requests our application for permit to drill be granted pursuant to R649-3-11. If you have any
questions or require further information, please contact the undersigned at 303-383-4121 or by email at
Iburget@newfield.com. Your consideration in this matter is greatly appreciated.

Sincerely,
Newfield Production Company

%@W

Leslie Burget
Land Associate

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303) 893-0103
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Form 3160-3
(August 2007)

UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

APPLICATION FOR PERMIT TO DRILL OR REENTER

FORM APPROVED
OMB No. 1004-0136
Expires July 31,2010

5. Lease Serial No.

UTU36846

6. If Indian, Allottee or Tribe Name

la. Type of Work: [ DRILL O REENTER

7. If Unit or CA Agreement, Name and No.
GREATER MONUMENT

8. Lease Name and Well No.
GMBU R-19-8-18

1b. Type of Well: & Oil Well O Gas Well 3 Other B9 Single Zone O Multiple Zone

2. Name of Operator Contact: MANDIE CROZIER 9. API Well No.
NEWFIELD PRODUCTION COMP ANMail: mcrozier@newfield.com

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
ROUTE #3 BOX 3630 Ph: 435-646-4825 MONUMENT BUTTE
MYTON, UT 84052 Fx: 435-646-3031

4. Location of Well  (Report lacation clearly and in accordance with any State requirements.*)
At surface SWSE 694FSL 2001FEL
At proposed prod. zone NESW 1368FSL 2492FWL

11. Sec., T., R., M., or Blk. and Survey or Area
Sec 19 T8S R18E Mer SLB

14. Distance in miles and direction from nearest town or post office®

15.4 MILES SOUTHEAST OF MYTON, UT

12. County or Parish 13. State
UINTAH uTt

15. Distance from proposed location to nearest property or 16. No. of Acres in Lease
lease line, ft. (Also to nearest drig. unit line, if any)
f 1178.60

17. Spacing Unit dedicated to this well
20.00

18. Distance from proposed location to nearest well, drilling, | 19. Proposed Depth
completed, applied for, on this lease, ft.

20. BLM/BIA Bond No. on file

1222 6506 MD WYB000493
6420 TVD
21. Elevations (Show whether DF, KB, RT, GL, etc. 22, Approximate date work will start 23. Estimated duration
5063 GL 03/31/2012 7 DAYS

24, Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification
SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific information and/or plans as may be required by the
authorized officer.
25. Signature Name (Printed/Typed) Date
(Electronic Submission) MANDIE CROZIER Ph: 435-646-4825 11/01/2012
Title
REGULATORY ANALYST
Approved by (Signature) Name (Printed/Typed) Date
Title Office

Application approval does not warrant or certify the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct

operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United

States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Additional Operator Remarks (see next page)

Electronic Submission #157179 verified by the BLM Well Information System
For NEWFIELD PRODUCTION COMPANY, sent to the Vernal

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED **
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Additional Operator Remarks:

SURFACE LEASE: UTU-36846
BOTTOM HOLE LEASE: UTU-36846
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Legend

O——0 Existing Road

Tri State

Access Road Map

P: (435) 781-2501
F: (435) 781-2518

Land Surveying, Inc.
180 NORTH VERNAL AVE. VERNAL, UTAH 04070

DRAWN BY: APC. |REVISED: VERSION: SHEET
DATE. 10-01-2012 V2 TOPOGRAPHIC MAP A
SCALE. 1:100.000
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| {R-19-8-18 (Proposed Well) 7 1
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o
0.3 mi.

NEWFIELD EXPLORATION COMPANY
15-19-8-18 (Existing Well)
S$-19-8-18 (Proposed Well)
R-19-8-18 (Proposed Well)

SEC. 19, T8S, R18E, S.L.B.&M. Uintah County, UT.
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Legend

O——0 Existing Road

AND SHOW ACCURATE D!STANGES ACROSS PARCELS.

Access Road Map

15-19-8-18 (Existing Well)

$-19-8-18 (Proposed Well)
R-19-8-18 (Proposed Well)

THE PARCEL INFORMATION SHOWN HAS NOT BEEN SURVEYED BY TRI-STATE LAND SURVEYING, INC. - TRI-STATE DOES NOT WARRANTY PROPERTY
PARCEL DATA ORANY ASSOCIATED INFORMATION. A PROPERTY SURVEY IS REQUIRED TO DETERMINE THE ACTUAL LOCATION OF PROPERTY LINES

Tri State

Land Surveying, Inc.

180 NORTH VERNAL AVE. VERNAL, UTAH 84078

P: (435) 781-2501 N NEWF'E_LD EXPLORAT'ON QQMPANY

K CEEUTBE 2510 15-19-8-18 (Existing Well)

$-19-8-18 (Proposed Well)
R-19-8-18 (Proposed Well)

SEC. 19, T8S, R18E, S.L.B.&M. Uintah County, UT.

DRAWN BY: APC |REVISED: 10.01-12 A P.C. ] VERSION:
DATE: 02-27-2012 V2 TOPOGRAPHIC MAP
SCALE: 1" =2.000°
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APl Wl |l Nunber:

43047532920000

WORKSHEET

APPLICATION FOR PERMIT TO DRILL

APD RECEIVED:
WELL NAME:
OPERATOR:
CONTACT:

PROPOSED LOCATION:

SURFACE:

BOTTOM:

COUNTY:

LATITUDE:

UTM SURF EASTINGS:
FIELD NAME:

LEASE TYPE:

LEASE NUMBER:
SURFACE OWNER:

10/31/2012
GMBU R-19-8-18

NEWFIELD PRODUCTION COMPANY (N2695)

Mandie Crozier

SWSE 19 080S 180E

0694 FSL 2001 FEL

1368 FSL 2492 FWL

UINTAH
40.09821
590869.00
EIGHT MILE FLAT
1 - Federal
UTU-36846

1 - Federal

API NO. ASSIGNED:

Permit Tech Review:

Engineering Review:

Geology Review:

LONGITUDE:
NORTHINGS:

PROPOSED PRODUCING FORMATION(S): GREEN RIVER

COALBED METHANE:

PHONE NUMBER:

43047532920000

435 646-4825

L]

-109.93394
4439202.00

NO

RECEIVED AND/OR REVIEWED:

PLAT

Bond: FEDERAL - WYB000493

[] Potash

|| oil shale 190-5

|| oil shale 190-3

|| oil shale 190-13
Water Permit: 437478

| | RDCC Review:

[] Fee Surface Agreement

[] Intent to Commingle

Commingling Approved

LOCATION AND SITING:

| | rRe49-2-3.

Unit: GMBU (GRRV)

| | R649-3-2. General

| | R649-3-3. Exception
Drilling Unit

Board Cause No: Cause 213-11
11/30/2009

Effective Date:

Siting: Suspends General Siting

R649-3-11. Directional Drill

Comments:

Stipulations:

Presite Completed

4 - Federal Approval - dmason

15 - Directional - dmason
27 - Other - bhill

RECE| VED: November

21, 2012



State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAFL R. STYLER
Executive Director

cases
GARY R. HERBERT

Gonernor Division of Oil, Gas and Mining
GREGORY 8. BELL JOHN R. BAZA
Fietdenant Governer Livision Director
Permit To Drill

kkkkkkkkkkkkkkkkkk

Well Name: GMBU R-19-8-18
APl Well Number: 43047532920000
L ease Number: UTU-36846
Surface Owner: FEDERAL
Approval Date: 11/21/2012

| ssued to:
NEWFIELD PRODUCTION COMPANY , Rt 3 Box 3630, Myton, UT 84052

Authority:

Pursuant to Utah Code Ann. 40-6-1 et seq., and Utah Administrative Code
R649-3-1 et seq., the Utah Division of Oil, Gas and Mining issues conditions of
approval, and permit to drill the listed well. This permit is issued in accordance
with the requirements of Cause 213-11. The expected producing formation or pool
is the GREEN RIVER Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one
pool will require approval in accordance with R649-3-22.

Duration:

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date

General:

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the
approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which
must be obtained prior to drilling.

In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall
submit a complete angular deviation and directional survey report to the Division
within 30 days following completion of the well.

Production casing cement shall be brought up to or above the top of the unitized
interval for the Greater Monument Butte Unit (Cause No. 213-11).

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

e Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284



(please leave a voicemail message if not available)

OR

submit an electronic sundry notice (pre-registration required) via the Utah Oil &
Gas website

at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

* Entity Action Form (Form 6) - due within 5 days of spudding the well

* Monthly Status Report (Form 9) - due by 5th day of the following calendar
month

* Requests to Change Plans (Form 9) - due prior to implementation

* Written Notice of Emergency Changes (Form 9) - due within 5 days

* Notice of Operations Suspension or Resumption (Form 9) - due prior to
implementation

* Report of Water Encountered (Form 7) - due within 30 days after completion

* Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas



Form 3160-3
(August 2007)
UNITED STATES

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

RECEIVED

FORM APPROVED
OMB No. 1004-0136
Expires July 31, 2010

NOV 01202 |=

Lease Serial No.
UTU36846

APPLICATION FOR PERMIT TO DRILL OR REENTE; h 4 6. I1I'Indian, Allottee or Tribe Name
£ T B W =
la. Type of Work:  pg DRILL O REENTER 7. It Umtor CA Agreement, Name and No.
UTuU87538X
8. Lease Name and Well No.
1b. Type of Well: Oil Well [ Gas Well [ Other X Single Zone [ Multiple Zone GMBU R-19-8-18

2. Name of Operator Contact: MANDIE CROZIER
NEWFIELD EXPLORATION COMPRM: mcrozier@newfield.com

9. APl Well No.

43 -0%7 5329

3a. Address 3b. Phone No. (include area code)
ROUTE 3 BOX 3630 Ph: 435.646.3721 Ext; 4825

MYTON, UT 84052 Fx: 435.646.3031

10. Field and Pool, or Exploratory
MONUMENT BUTTE

4. Location of Well
At surface

SWSE 694FSL 2001FEL
At proposed prod. zone NESW 1368FSL 2719FEL

(Report location clearly and in accordance with any State requirements. ¥)

IT. Sec., T., R, M., or BIk. and Survey or Area
Sec 19 T8S R18E Mer SLB

14. Distance in miles and direction from nearest town or post oTTIce™ 12. County or Parish 13. State
15.4 MILES SOUTHEAST OF MYTON, UT UINTAH uT
15. Distance from proposed location to nearest property or 16. No. of Acres in Lease 17, Spacing Unit dedicated to this well

lease line, ft. (Also to nearest drig. unit line, if any)

1368’ 1178.69

20.00

19." Proposed Depth

6506 MD
6420 TVD

18. Distance from proposed location fo nearest well, drilling,
completed, applied for, on this lease, ft.

1222

20. BLM/BIA Bond No. on file
WYB000493

21. Elevations (Show whether DF, KB, RT, GL, etc.

5063 GL 03/31/2012

22. Approximate date work will start

23. Estimated duration
7 DAYS

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4,

2. A Drilling Plan.

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5.
SUPO shall be filed with the appropriate Forest Service Office). 6.

Bond to cover the operations unless covered by an existing bond on file (see
Item 20 above).

Operator certification

Such other site specific information and/or plans as may be required by the
authorized officer. R

25. Signature Name (Printed/Typed) Date
(Electronic Submission) MANDIE CROZIER Ph: 435.646.3721 Ext: 4825 11/01/2012
Title
REGULATORY TECH.
Approved by (Signature) 1 Name (Printed/Typed) J erry K en Czk a Date
Otfice

VERNAL FIELD OFFIGE

Application approval does not warrant or certify the applicant holds Tegal or equitable fitle to those rights in the subject lease which would entitle the applicart to conduct

operations thereon. )
Conditions of approval, if any, are attached.

CONDITIONS OF APPROVAL ATTACHED

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime Tor any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Additional Operator Remarks (see next page)

Electronic Submission #157179 verified by the BLM Well Information System
For NEWFIELD EXPLORATION COMPANY, sent to the Vernal
Committed to AFMSS for processing by JOHNETTA MAGEE on 11/16/2012 (13JMO066AE)

NOTICE OF APPROVAL

RECEIVED
AUG 05 2013

DIV. OF OIL, GAS & MINING

** BLM REVISED ** BLM REVISED ** BLM REVISED ** BLM REVISED ** BLM REVISED **



Additional Operator Remarks:

SURFACE LEASE: UTU-36846
BOTTOM HOLE LEASE: UTU-36846

i



Revisions to Operator-Submitted EC Data for APD #157179

Lease:
Agreement:

Operator:

Admin Contact:

Tech Contact:

Well Name:
Number:

Location:
State:
County:
S/TIR:
Surf Loc:

Field/Pool:

Bond:

Operator Submitted

UTU36846
GREATER M@NUMENT

NEWFIELD PRODUCTION COMPANY

ROUTE #3 BOX 3630
MYTON, UT 84052
Ph: 435-646-3721

MANDIE CROZIER
REGULATORY ANALYST
ROUTE #3 BOX 3630

MYTON, UT 84052

Ph: 435-646-4825

Fx: 435-646-3031

Cell: 435-401-8335

E-Mail: mcrozier@newfield.com

MANDIE CROZIER
REGULATORY ANALYST
ROUTE #3 BOX 3630
MYTON, UT 84052

GMBU
R-19-8-18

uT

UINTAH

Sec 19 T8S R18E Mer SLB
SWSE 694FSL 2001FEL

MONUMENT BUTTE

WYB000493

BLM Revised (AFMSS)

UTU36846
UTU87538X (UTU87538X)

NEWFIELD EXPLORATION COMPANY

ROUTE 3 BOX 3630
MYTON, UT 84052
Ph: 435.646.3721
Fx: 435.646.3031

MANDIE CROZIER
REGULATORY TECH.
ROUTE 3 BOX 3630
MYTON, UT 84052

Ph: 435.646.3721 Ext: 4825
Fx: 435.646.3031

E-Mail: mcrozier@newfield.com

MANDIE CROZIER
REGULATORY TECH.
ROUTE 3 BOX 3630
MYTON, UT 84052

GMBU
R-19-8-18

uT

UINTAH

Sec 19 T8S R18E Mer SLB
SWSE 694FSL 2001FEL

MONUMENT BUTTE

WYB000493



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

. . VERNAL FIELD OFFICE

ey s 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Newfield Production Company Location: SWSE SEC 27 T8S R17E

Well No: GMBU R-19-8-18 UTU36846

API No: 43-047-53292 Agreement: UTU87538X
OFFICE NUMBER: - (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

TLocation Construction } - | Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) | | access roads.
~ Location Completion - | Prior to moving on the drilling rig.

" (Notify Environmental Scientist)

- Spud Notice - | Twenty-Four (24) hours prior to spudding the well.

. (Notify Petroleum Engineer) Lo
Casing String & Cementing - | Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to:

blm ut vn_opreport@blm.gov

' BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.

- (Notify Supv. Petroleum Tech.)

First Production Notice - | Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90) days.




Page 2 of 8
Well: GMBU S-19-8-18
7126/2013

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

e If there is an active Gilsonite mining operation within 2 miles of the well location, operator shall
notify the Gilsonite operator at least 48 hours prior to any blasting during construction.

e If paleontological materials are uncovered during construction, the operator is to immediately stop
work and contact the Authorized Officer (AO). A determination will be made by the AO as to what
mitigation may be necessary for the discovered paleontologic material before construction can
continue. :

Green River District Reclamation Guidelines

The Operator will comply with the requirements of the Green River District (GRD) Reclamation
Guidelines formalized by Green River District Instructional Memo UTG000-2011-003 on March 28, 2011.
Documentation of the compliance will be as follows:

e The operator shall submit a Sundry Notice (Form 3160-5) to the BLM Authorized Officer (AO) that
designates the proposed site-specific monitoring and reference sites chosen for the location. A
description of the proposed sites shall be included, as well as a map showing the locations of the
proposed sites.

¢ The operator shall submit a Sundry Notice (Form 3160-5) to the BLM Authorized Officer (AO) 3
growing seasons after reclamation efforts have occurred evaluating the status of the reclaimed
areas in order to determine whether the BLM standards set forth in the GRD Reclamation
Guidelines have been met (30% or greater basal cover).

e Prior to beginning new surface disturbance, the operator shall submit a Sundry Notice (Form 3160-
5) to the BLM Authorized Officer (AO) providing the results of the noxious weed inventory described
in the GRD Reclamation Guidelines (2011). If weeds are found the report shall include 1) A GPS
location recorded in North American Datum 1983; 2) species; 3) canopy cover or number of plants;
4) and size of infestation (estimate square feet or acres. Information shall be also documented in
the reclamation report.

CONDITIONS OF APPROVAL

Wildlife

In accordance with the Record of Decision for the Castle Peak and Eightmile Flat Oil and Gas
Expansion Project, Newfield Rocky Mountains Inc., the following COA’s are required:

e WFM-1 On level or gently sloping ground (5 percent slope or less) Newfield will elevate surface
pipelines (4 inches or greater in diameter) a minimum of 6 inches above the ground to allow
passage of small animals beneath the pipe. This ground clearance will be achieved by placing the
pipeline on blocks at intervals of 150 to 200 feet.

e WFM-4 Newfield will install noise reduction devices on all pump jacks to reduce intermittent noise
to 45 dBA at 660 feet from the source.
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Well: GMBU S-19-8-18
7/26/2013

COA'’s derived from mitigating measures in the EA:

If construction and drilling is anticipated during any of the following wildlife seasonal spatial
restrictions, a BLM biologist or a qualified consulting firm biologist must conduct applicable
surveys using an accepted protocol prior to any ground disturbing activities.

e The proposed project is within 0.25 mile of burrowing owl habitat. If construction or drilling is
proposed from March 1-August 31, then a nesting survey will be conducted by a qualified biologist
according to protocol. If no nests are located, then permission to proceed may be granted by the
BLM Authorized Officer. If a nest is located, then the timing restriction will remain in effect.

e If it is anticipated that construction or drilling will occur during Mountain plover nesting season (May
1 — June 15), a BLM biologist will be notified to determine if surveys are necessary prior to
beginning operations. If surveys are deemed necessary, depending on the results permission to
proceed may or may not, be granted by the BLM Authorized Officer.

For protection of T&E Fish if drawing water from the Green River

e For areas of fresh water collection, an infiltration gallery will be constructed in a Service approved
location. An infiltration gallery is basically a pit or trench dug within the floodplain to a depth below
the water table. Water is drawn from the pit rather than from the river directly. If this is not
possible, limit pumping within the river to off-channel locations that do not connect to the river
during high spring flows.

e [|f water cannot be drawn using the measures above and the pump head will be located in the river
channel where larval fish are known to occur, the following measures apply:

o Avoid pumping from low-flow or no-flow areas as these habitats tend to concentrate larval
fished

o Avoid pumping to the greatest extent possible, during that period of the year when larval fish
may be present (see previous bullet); and

o Avoid pumping, to the greatest extent possible, during the midnight hours (10:00 p.m. to
2:00 a.m.) as larval drift studies indicate that this is a period of greatest daily activity. Dusk
is the preferred pumping time, as larval drift abundance is lowest during this time.

Screen all pump intakes with 3/32-inch mesh material.

e Report any fish impinged on the intake screen to the FWS office (801.975.3330) and the:
Utah Division of Wildlife Resources
Northeastern Region
152 East 100 North
Vernal, UT 84078
(435) 781-9453

Air Quality
1. All internal combustion equipment will be kept in good working order.
2. Water or other approved dust suppressants will be used at construction sites and along roads, as

determined appropriate by the Authorized Officer. Dust suppressant such as magnesium chloride
or fresh water may be used, as needed, during the drilling phase.
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Well: GMBU S-19-8-18
7/26/2013

Open burning of garbage or refuse will not occur at well sites or other facilities.

Drill rigs will be equipped with Tier Il or better diesel engines.

Low bleed pneumatics will be installed on separator dump valves and other controllers.

During completion, no venting will occur, and flaring will be limited as much as possible. Production
equipment and gathering lines will be installed as soon as possible.

Telemetry will be installed to remotely monitor and control production.

When feasible, two or more rigs (including drilling and completion rigs) will not be run
simultaneously within 200 meters of each other. If two or more rigs must be run simultaneously
within 200 meters of each other, then effective public health buffer zones out to 200 meters (m)
from the nearest emission source will be implemented. Examples of an effective public health
protection buffer zone include the demarcation of a public access exclusion zone by signage at
intervals of every 250 feet that is visible from a distance of 125 feet during daylight hours, and a
physical buffer such as active surveillance to ensure the property is not accessible by the public
during drilling operations. Alternatively, the proponent may demonstrate compliance with the 1-hour
NO, National Ambient Air Quality Standards (NAAQS) with appropriate and accepted near-field
modeling. As part of this demonstration, the proponent may propose alternative mitigation that
could include but is not limited to natural gas—fired drill rigs, installation of NOx controls, time/use
restrictions, and/or drill rig spacing.

All new and replacement internal combustion gas field engines of less than or equal to 300 design-
rated horse power must not emit more than 2 grams of NOx per horsepower-hour. This
requirement does not apply to gas field engines of less than or equal to 40 design-rated
horsepower-hour.

All new and replacement internal combustion gas field engines of greater than 300 design rated
horsepower must not emit more than 1.0 grams of NOx per horsepower-hour.

Green completions will be used for all well completion activities where technically feasible.

Employ enhanced VOC emission controls with 95% control efficiency on production equipment
having a potential to emit greater than 5 tons per year.
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DOWNHOLE PROGRAM
CONDITIONS OF APPROVAL (COAs)

SITE SPECIFIC DOWNHOLE COAs:

1. Production casing cement shall be brought up and into the surface.
2. Surface casing cement shall be brought to surface.

All provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly adhered
to. The following items are emphasized:

DRILLING/COMPLETION/PRODUCING OPERATING STANDARDS

The spud date and time shall be reported orally to Vernal Field Office within 24 hours of spudding.

Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours in
advance of casing cementing operations and BOPE & casing pressure tests.

All requirements listed in Onshore Order #2 1li. E. Special Drilling Operations are applicable for air
drilling of surface hole.

Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

All BOPE components shall be inspected daily and those inspections shall be recorded in the daily
drilling report. Components shall be operated and tested as required by Onshore Oil & Gas Order
No. 2 to insure good mechanical working order. All BOPE pressure tests shall be performed by a
test pump with a chart recorder and NOT by the rig pumps. Test shall be reported in the driller’s

log.

BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from under
the surface casing and weekly thereafter as specified in Onshore Qil & Gas Order No. 2.

Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

No aggressive/ffresh hard-banded drill pipe shall be used within casing.
Cement baskets shall not be run on surface casing.

The operator must report all shows of water or water-bearing sands to the BLM. If flowing water is
encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLM Vernal
Field Office.

The operator must report encounters of all non oil & gas mineral resources (such as Gilsonite, tar
sands, oil shale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days of each
encounter. Each report shall include the well name/number, well location, date and depth (from KB
or GL) of encounter, vertical footage of the encounter and, the name of the person making the
report (along with a telephone number) should the BLM need to obtain additional information.
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A complete set of angular deviation and directional surveys of a directional well will be submitted to
the Vernal BLM office engineer within 30 days of the completion of the well.

While actively drilling, chronologic drilling progress reports shall be filed directly with the BLM,
Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum Engineers
until the well is completed.

A cement bond log (CBL) will be run from the production casing shoe to the top of cement and shall
be utilized to determine the bond quality for the production casing. Submit a field copy of the CBL
to this office.

Please submit an electronic copy of all other logs run on this well in CD (compact disc)
format to the Vernal BLM Field Office. This submission will supersede the requirement for
submittal of paper logs to the BLM.

There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation must
have prior approval from the BLM Vernal Field Office.

OPERATING REQUIREMENT REMINDERS:

All wells, whether drilling, producing, suspended, or abandoned, shall be identified in accordance
with 43 CFR 3162.6. There shall be a sign or marker with the name of the operator, lease serial
number, well number, and surveyed description of the well.

For information regarding production reporting, contact the Office of Natural Resources Revenue
(ONRR) at www.ONRR.gov.

Should the well be successfully completed for production, the BLM Vernal Field office must be
notified when it is placed in a producing status. Such notification will be by written communication
and must be received in this office by not later than the fifth business day following the date on
which the well is placed on production. The notification shall provide, as a minimum, the following
informational items:

o Operator name, address, and telephone number.
o Well name and number.
o Well location (4%, Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royalty will be
paid).

o The nature of the well's production, (i.e., crude oil, or crude oil and casing head gas, or
natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise the
non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, if applicable.
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o Communitization agreement number, if applicable.

Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the BLM Vernal Field Office.

All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will be
reported to the BLM, Vernal Field Office. Major events, as defined in NTL3A, shall be reported
verbally within 24 hours, followed by a written report within 15 days. "Other than Major Events" will
be reported in writing within 15 days. "Minor Events" will be reported on the Monthly Report of
Operations and Production.

Whether the well is completed as a dry hole or as a producer, "Well Completion and Recompletion
Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days after completion of
the well or after completion of operations being performed, in accordance with 43 CFR 3162.4-1.
Two copies of all logs run, core descriptions, and all other surveys or data obtained and compiled
during the drilling, workover, and/or completion operations, shall be filed on BLM Form 3160-4.
Submit with the well completion report a geologic report including, at a minimum, formation tops,
and a summary and conclusions. Also include deviation surveys, sample descriptions, strip logs,
core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted only when requested by the BLM, Vernal Field Office.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease, shall have prior
written approval from the BLM Vernal Field Office.

Oil and gas meters shall be calibrated in place prior to any deliveries. The BLM Vernal Field Office
Petroleum Engineers will be provided with a date and time for the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLM Vernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall
be identified as the point of sale or allocation for royalty purposes.

A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLM Vernal Field Office within 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with Onshore Oil & Gas Order No. 3.

Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLM Vernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior approval
of the BLM Vernal Field Office. If operations are to be suspended for more than 30 days, prior
approval of the BLM Vernal Field Office shall be obtained and notification given before resumption
of operations.
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Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water produced
from this well for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this office and in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period will be considered as an Incident of Noncompliance and will be
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is
provided and approved by this office.

Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or abandoned,
all pits must be fenced immediately until they are backfilled. The "Subsequent Report of
Abandonment" (Form BLM 3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface restoration.



Form 3160-3
(August 2007)
UNITED STATES

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

RECEIVED

FORM APPROVED
OMB No. 1004-0136
Expires July 31, 2010

NOV 01202 |=

Lease Serial No.
UTU36846

APPLICATION FOR PERMIT TO DRILL OR REENTE; h 4 6. I1I'Indian, Allottee or Tribe Name
£ T B W =
la. Type of Work:  pg DRILL O REENTER 7. It Umtor CA Agreement, Name and No.
UTuU87538X
8. Lease Name and Well No.
1b. Type of Well: Oil Well [ Gas Well [ Other X Single Zone [ Multiple Zone GMBU R-19-8-18

2. Name of Operator Contact: MANDIE CROZIER
NEWFIELD EXPLORATION COMPRM: mcrozier@newfield.com

9. APl Well No.

43 -0%7 5329

3a. Address 3b. Phone No. (include area code)
ROUTE 3 BOX 3630 Ph: 435.646.3721 Ext; 4825

MYTON, UT 84052 Fx: 435.646.3031

10. Field and Pool, or Exploratory
MONUMENT BUTTE

4. Location of Well
At surface

SWSE 694FSL 2001FEL
At proposed prod. zone NESW 1368FSL 2719FEL

(Report location clearly and in accordance with any State requirements. ¥)

IT. Sec., T., R, M., or BIk. and Survey or Area
Sec 19 T8S R18E Mer SLB

14. Distance in miles and direction from nearest town or post oTTIce™ 12. County or Parish 13. State
15.4 MILES SOUTHEAST OF MYTON, UT UINTAH uT
15. Distance from proposed location to nearest property or 16. No. of Acres in Lease 17, Spacing Unit dedicated to this well

lease line, ft. (Also to nearest drig. unit line, if any)

1368’ 1178.69

20.00

19." Proposed Depth

6506 MD
6420 TVD

18. Distance from proposed location fo nearest well, drilling,
completed, applied for, on this lease, ft.

1222

20. BLM/BIA Bond No. on file
WYB000493

21. Elevations (Show whether DF, KB, RT, GL, etc.

5063 GL 03/31/2012

22. Approximate date work will start

23. Estimated duration
7 DAYS

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4,

2. A Drilling Plan.

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5.
SUPO shall be filed with the appropriate Forest Service Office). 6.

Bond to cover the operations unless covered by an existing bond on file (see
Item 20 above).

Operator certification

Such other site specific information and/or plans as may be required by the
authorized officer. R

25. Signature Name (Printed/Typed) Date
(Electronic Submission) MANDIE CROZIER Ph: 435.646.3721 Ext: 4825 11/01/2012
Title
REGULATORY TECH.
Approved by (Signature) 1 Name (Printed/Typed) J erry K en Czk a Date
Otfice

VERNAL FIELD OFFIGE

Application approval does not warrant or certify the applicant holds Tegal or equitable fitle to those rights in the subject lease which would entitle the applicart to conduct

operations thereon. )
Conditions of approval, if any, are attached.

CONDITIONS OF APPROVAL ATTACHED

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime Tor any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Additional Operator Remarks (see next page)

Electronic Submission #157179 verified by the BLM Well Information System
For NEWFIELD EXPLORATION COMPANY, sent to the Vernal
Committed to AFMSS for processing by JOHNETTA MAGEE on 11/16/2012 (13JMO066AE)

NOTICE OF APPROVAL

RECEIVED
AUG 05 2013

DIV. OF OIL, GAS & MINING

** BLM REVISED ** BLM REVISED ** BLM REVISED ** BLM REVISED ** BLM REVISED **



Additional Operator Remarks:

SURFACE LEASE: UTU-36846
BOTTOM HOLE LEASE: UTU-36846

i



Revisions to Operator-Submitted EC Data for APD #157179

Lease:
Agreement:

Operator:

Admin Contact:

Tech Contact:

Well Name:
Number:

Location:
State:
County:
S/TIR:
Surf Loc:

Field/Pool:

Bond:

Operator Submitted

UTU36846
GREATER M@NUMENT

NEWFIELD PRODUCTION COMPANY

ROUTE #3 BOX 3630
MYTON, UT 84052
Ph: 435-646-3721

MANDIE CROZIER
REGULATORY ANALYST
ROUTE #3 BOX 3630

MYTON, UT 84052

Ph: 435-646-4825

Fx: 435-646-3031

Cell: 435-401-8335

E-Mail: mcrozier@newfield.com

MANDIE CROZIER
REGULATORY ANALYST
ROUTE #3 BOX 3630
MYTON, UT 84052

GMBU
R-19-8-18

uT

UINTAH

Sec 19 T8S R18E Mer SLB
SWSE 694FSL 2001FEL

MONUMENT BUTTE

WYB000493

BLM Revised (AFMSS)

UTU36846
UTU87538X (UTU87538X)

NEWFIELD EXPLORATION COMPANY

ROUTE 3 BOX 3630
MYTON, UT 84052
Ph: 435.646.3721
Fx: 435.646.3031

MANDIE CROZIER
REGULATORY TECH.
ROUTE 3 BOX 3630
MYTON, UT 84052

Ph: 435.646.3721 Ext: 4825
Fx: 435.646.3031

E-Mail: mcrozier@newfield.com

MANDIE CROZIER
REGULATORY TECH.
ROUTE 3 BOX 3630
MYTON, UT 84052

GMBU
R-19-8-18

uT

UINTAH

Sec 19 T8S R18E Mer SLB
SWSE 694FSL 2001FEL

MONUMENT BUTTE

WYB000493



UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

. . VERNAL FIELD OFFICE

ey s 170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Newfield Production Company Location: SWSE SEC 27 T8S R17E

Well No: GMBU R-19-8-18 UTU36846

API No: 43-047-53292 Agreement: UTU87538X
OFFICE NUMBER: - (435) 781-4400

OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the applicable
laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including Surface and
Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his subcontractors.
A copy of the approved APD must be on location during construction, drilling, and completion operations. This
permit is approved for a two (2) year period, or until lease expiration, whichever occurs first. An additional
extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

TLocation Construction } - | Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) | | access roads.
~ Location Completion - | Prior to moving on the drilling rig.

" (Notify Environmental Scientist)

- Spud Notice - | Twenty-Four (24) hours prior to spudding the well.

. (Notify Petroleum Engineer) Lo
Casing String & Cementing - | Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings to:

blm ut vn_opreport@blm.gov

' BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.

- (Notify Supv. Petroleum Tech.)

First Production Notice - | Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90) days.
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SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

e If there is an active Gilsonite mining operation within 2 miles of the well location, operator shall
notify the Gilsonite operator at least 48 hours prior to any blasting during construction.

e If paleontological materials are uncovered during construction, the operator is to immediately stop
work and contact the Authorized Officer (AO). A determination will be made by the AO as to what
mitigation may be necessary for the discovered paleontologic material before construction can
continue. :

Green River District Reclamation Guidelines

The Operator will comply with the requirements of the Green River District (GRD) Reclamation
Guidelines formalized by Green River District Instructional Memo UTG000-2011-003 on March 28, 2011.
Documentation of the compliance will be as follows:

e The operator shall submit a Sundry Notice (Form 3160-5) to the BLM Authorized Officer (AO) that
designates the proposed site-specific monitoring and reference sites chosen for the location. A
description of the proposed sites shall be included, as well as a map showing the locations of the
proposed sites.

¢ The operator shall submit a Sundry Notice (Form 3160-5) to the BLM Authorized Officer (AO) 3
growing seasons after reclamation efforts have occurred evaluating the status of the reclaimed
areas in order to determine whether the BLM standards set forth in the GRD Reclamation
Guidelines have been met (30% or greater basal cover).

e Prior to beginning new surface disturbance, the operator shall submit a Sundry Notice (Form 3160-
5) to the BLM Authorized Officer (AO) providing the results of the noxious weed inventory described
in the GRD Reclamation Guidelines (2011). If weeds are found the report shall include 1) A GPS
location recorded in North American Datum 1983; 2) species; 3) canopy cover or number of plants;
4) and size of infestation (estimate square feet or acres. Information shall be also documented in
the reclamation report.

CONDITIONS OF APPROVAL

Wildlife

In accordance with the Record of Decision for the Castle Peak and Eightmile Flat Oil and Gas
Expansion Project, Newfield Rocky Mountains Inc., the following COA’s are required:

e WFM-1 On level or gently sloping ground (5 percent slope or less) Newfield will elevate surface
pipelines (4 inches or greater in diameter) a minimum of 6 inches above the ground to allow
passage of small animals beneath the pipe. This ground clearance will be achieved by placing the
pipeline on blocks at intervals of 150 to 200 feet.

e WFM-4 Newfield will install noise reduction devices on all pump jacks to reduce intermittent noise
to 45 dBA at 660 feet from the source.
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COA'’s derived from mitigating measures in the EA:

If construction and drilling is anticipated during any of the following wildlife seasonal spatial
restrictions, a BLM biologist or a qualified consulting firm biologist must conduct applicable
surveys using an accepted protocol prior to any ground disturbing activities.

e The proposed project is within 0.25 mile of burrowing owl habitat. If construction or drilling is
proposed from March 1-August 31, then a nesting survey will be conducted by a qualified biologist
according to protocol. If no nests are located, then permission to proceed may be granted by the
BLM Authorized Officer. If a nest is located, then the timing restriction will remain in effect.

e If it is anticipated that construction or drilling will occur during Mountain plover nesting season (May
1 — June 15), a BLM biologist will be notified to determine if surveys are necessary prior to
beginning operations. If surveys are deemed necessary, depending on the results permission to
proceed may or may not, be granted by the BLM Authorized Officer.

For protection of T&E Fish if drawing water from the Green River

e For areas of fresh water collection, an infiltration gallery will be constructed in a Service approved
location. An infiltration gallery is basically a pit or trench dug within the floodplain to a depth below
the water table. Water is drawn from the pit rather than from the river directly. If this is not
possible, limit pumping within the river to off-channel locations that do not connect to the river
during high spring flows.

e [|f water cannot be drawn using the measures above and the pump head will be located in the river
channel where larval fish are known to occur, the following measures apply:

o Avoid pumping from low-flow or no-flow areas as these habitats tend to concentrate larval
fished

o Avoid pumping to the greatest extent possible, during that period of the year when larval fish
may be present (see previous bullet); and

o Avoid pumping, to the greatest extent possible, during the midnight hours (10:00 p.m. to
2:00 a.m.) as larval drift studies indicate that this is a period of greatest daily activity. Dusk
is the preferred pumping time, as larval drift abundance is lowest during this time.

Screen all pump intakes with 3/32-inch mesh material.

e Report any fish impinged on the intake screen to the FWS office (801.975.3330) and the:
Utah Division of Wildlife Resources
Northeastern Region
152 East 100 North
Vernal, UT 84078
(435) 781-9453

Air Quality
1. All internal combustion equipment will be kept in good working order.
2. Water or other approved dust suppressants will be used at construction sites and along roads, as

determined appropriate by the Authorized Officer. Dust suppressant such as magnesium chloride
or fresh water may be used, as needed, during the drilling phase.
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Open burning of garbage or refuse will not occur at well sites or other facilities.

Drill rigs will be equipped with Tier Il or better diesel engines.

Low bleed pneumatics will be installed on separator dump valves and other controllers.

During completion, no venting will occur, and flaring will be limited as much as possible. Production
equipment and gathering lines will be installed as soon as possible.

Telemetry will be installed to remotely monitor and control production.

When feasible, two or more rigs (including drilling and completion rigs) will not be run
simultaneously within 200 meters of each other. If two or more rigs must be run simultaneously
within 200 meters of each other, then effective public health buffer zones out to 200 meters (m)
from the nearest emission source will be implemented. Examples of an effective public health
protection buffer zone include the demarcation of a public access exclusion zone by signage at
intervals of every 250 feet that is visible from a distance of 125 feet during daylight hours, and a
physical buffer such as active surveillance to ensure the property is not accessible by the public
during drilling operations. Alternatively, the proponent may demonstrate compliance with the 1-hour
NO, National Ambient Air Quality Standards (NAAQS) with appropriate and accepted near-field
modeling. As part of this demonstration, the proponent may propose alternative mitigation that
could include but is not limited to natural gas—fired drill rigs, installation of NOx controls, time/use
restrictions, and/or drill rig spacing.

All new and replacement internal combustion gas field engines of less than or equal to 300 design-
rated horse power must not emit more than 2 grams of NOx per horsepower-hour. This
requirement does not apply to gas field engines of less than or equal to 40 design-rated
horsepower-hour.

All new and replacement internal combustion gas field engines of greater than 300 design rated
horsepower must not emit more than 1.0 grams of NOx per horsepower-hour.

Green completions will be used for all well completion activities where technically feasible.

Employ enhanced VOC emission controls with 95% control efficiency on production equipment
having a potential to emit greater than 5 tons per year.
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DOWNHOLE PROGRAM
CONDITIONS OF APPROVAL (COAs)

SITE SPECIFIC DOWNHOLE COAs:

1. Production casing cement shall be brought up and into the surface.
2. Surface casing cement shall be brought to surface.

All provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly adhered
to. The following items are emphasized:

DRILLING/COMPLETION/PRODUCING OPERATING STANDARDS

The spud date and time shall be reported orally to Vernal Field Office within 24 hours of spudding.

Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours in
advance of casing cementing operations and BOPE & casing pressure tests.

All requirements listed in Onshore Order #2 1li. E. Special Drilling Operations are applicable for air
drilling of surface hole.

Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

All BOPE components shall be inspected daily and those inspections shall be recorded in the daily
drilling report. Components shall be operated and tested as required by Onshore Oil & Gas Order
No. 2 to insure good mechanical working order. All BOPE pressure tests shall be performed by a
test pump with a chart recorder and NOT by the rig pumps. Test shall be reported in the driller’s

log.

BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from under
the surface casing and weekly thereafter as specified in Onshore Qil & Gas Order No. 2.

Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

No aggressive/ffresh hard-banded drill pipe shall be used within casing.
Cement baskets shall not be run on surface casing.

The operator must report all shows of water or water-bearing sands to the BLM. If flowing water is
encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLM Vernal
Field Office.

The operator must report encounters of all non oil & gas mineral resources (such as Gilsonite, tar
sands, oil shale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days of each
encounter. Each report shall include the well name/number, well location, date and depth (from KB
or GL) of encounter, vertical footage of the encounter and, the name of the person making the
report (along with a telephone number) should the BLM need to obtain additional information.
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A complete set of angular deviation and directional surveys of a directional well will be submitted to
the Vernal BLM office engineer within 30 days of the completion of the well.

While actively drilling, chronologic drilling progress reports shall be filed directly with the BLM,
Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum Engineers
until the well is completed.

A cement bond log (CBL) will be run from the production casing shoe to the top of cement and shall
be utilized to determine the bond quality for the production casing. Submit a field copy of the CBL
to this office.

Please submit an electronic copy of all other logs run on this well in CD (compact disc)
format to the Vernal BLM Field Office. This submission will supersede the requirement for
submittal of paper logs to the BLM.

There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation must
have prior approval from the BLM Vernal Field Office.

OPERATING REQUIREMENT REMINDERS:

All wells, whether drilling, producing, suspended, or abandoned, shall be identified in accordance
with 43 CFR 3162.6. There shall be a sign or marker with the name of the operator, lease serial
number, well number, and surveyed description of the well.

For information regarding production reporting, contact the Office of Natural Resources Revenue
(ONRR) at www.ONRR.gov.

Should the well be successfully completed for production, the BLM Vernal Field office must be
notified when it is placed in a producing status. Such notification will be by written communication
and must be received in this office by not later than the fifth business day following the date on
which the well is placed on production. The notification shall provide, as a minimum, the following
informational items:

o Operator name, address, and telephone number.
o Well name and number.
o Well location (4%, Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royalty will be
paid).

o The nature of the well's production, (i.e., crude oil, or crude oil and casing head gas, or
natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise the
non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, if applicable.
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o Communitization agreement number, if applicable.

Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the BLM Vernal Field Office.

All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will be
reported to the BLM, Vernal Field Office. Major events, as defined in NTL3A, shall be reported
verbally within 24 hours, followed by a written report within 15 days. "Other than Major Events" will
be reported in writing within 15 days. "Minor Events" will be reported on the Monthly Report of
Operations and Production.

Whether the well is completed as a dry hole or as a producer, "Well Completion and Recompletion
Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days after completion of
the well or after completion of operations being performed, in accordance with 43 CFR 3162.4-1.
Two copies of all logs run, core descriptions, and all other surveys or data obtained and compiled
during the drilling, workover, and/or completion operations, shall be filed on BLM Form 3160-4.
Submit with the well completion report a geologic report including, at a minimum, formation tops,
and a summary and conclusions. Also include deviation surveys, sample descriptions, strip logs,
core data, drill stem test data, and results of production tests if performed. Samples (cuttings, fluid,
and/or gas) shall be submitted only when requested by the BLM, Vernal Field Office.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease, shall have prior
written approval from the BLM Vernal Field Office.

Oil and gas meters shall be calibrated in place prior to any deliveries. The BLM Vernal Field Office
Petroleum Engineers will be provided with a date and time for the initial meter calibration and all
future meter proving schedules. A copy of the meter calibration reports shall be submitted to the
BLM Vernal Field Office. All measurement facilities will conform to the API standards for liquid
hydrocarbons and the AGA standards for natural gas measurement. All measurement points shall
be identified as the point of sale or allocation for royalty purposes.

A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted to
the BLM Vernal Field Office within 30 days of installation or first production, whichever occurs first.
All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with Onshore Oil & Gas Order No. 3.

Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of a
suitable plan and need prior approval of the BLM Vernal Field Office. Emergency approval may be
obtained orally, but such approval does not waive the written report requirement.

No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior approval
of the BLM Vernal Field Office. If operations are to be suspended for more than 30 days, prior
approval of the BLM Vernal Field Office shall be obtained and notification given before resumption
of operations.
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Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water produced
from this well for a period of 90 days from the date of initial production. A permanent disposal
method must be approved by this office and in operation prior to the end of this 90-day period. In
order to meet this deadline, an application for the proposed permanent disposal method shall be
submitted along with any necessary water analyses, as soon as possible, but no later than 45 days
after the date of first production. Any method of disposal which has not been approved prior to the
end of the authorized 90-day period will be considered as an Incident of Noncompliance and will be
grounds for issuing a shut-in order until an acceptable manner for disposing of said water is
provided and approved by this office.

Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or abandoned,
all pits must be fenced immediately until they are backfilled. The "Subsequent Report of
Abandonment" (Form BLM 3160-5) must be submitted within 30 days after the actual plugging of
the well bore, showing location of plugs, amount of cement in each, and amount of casing left in
hole, and the current status of the surface restoration.



Sundry Nunber: 44500 APl Well Nunber: 43047532920000

FORM 9
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING OTU- '
UTU-36846
Do not use this form for proposals to drill new wells, significantly deepen existing wells below 7 UNIT or CA AGREEMENT NAME-
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION GMBuorCSRR ’
FOR PERMIT TO DRILL form for such proposals. ( V)
1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well GMBU R-19-8-18
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43047532920000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext EIGHT MILE FLAT
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: UINTAH
0694 FSL 2001 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: SWSE Section: 19 Township: 08.0S Range: 18.0E Meridian: S UTAH
11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
l:‘ ACIDIZE l:‘ ALTER CASING |:| CASING REPAIR
] NOTICE OF INTENT [ chanee To PREVIOUS PLANS ] chance Tusine O] chance weLt nave
Approximate date work will start:
l:‘ CHANGE WELL STATUS l:‘ COMMINGLE PRODUCING FORMATIONS |:| CONVERT WELL TYPE
U
SUIZ)BaS!eE?)LfJ\EA’I\‘()TrE%’::)?nR;etiOn: l:‘ DEEPEN l:‘ FRACTURE TREAT |:| NEW CONSTRUCTION
D OPERATOR CHANGE D PLUG AND ABANDON |:| PLUG BACK
o SPUD REPORT [ propucTion START OR RESUME L recLamaTiON OF WELL SITE (] RecoMPLETE DIFFERENT FORMATION
Date of Spud:
1 0 / 2 5 / 2 0 1 3 l:‘ REPERFORATE CURRENT FORMATION l:‘ SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE |:| WATER DISPOSAL
U
DR'LLINGRZEE?TDLIE l:‘ WATER SHUTOFF l:‘ SI TA STATUS EXTENSION |:| APD EXTENSION
D WILDCAT WELL DETERMINATION D OTHER OTHER:I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
On %0/25/2013 D_r|II and set 8' of 14 conductor. Drill to 317'KB Set 8 Accepted by the
5/8" surface casing set depth 312' KB. On 10/28/13 Cement surface Utah Division of
casing 180 sks Class G premium cement 9 bbls returned to pit. Qil, Gas and Mining

FOR RECORD ONLY
November 05, 2013

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Cherei Neilson 435 646-4883 Drilling Techinacian
SIGNATURE DATE

N/A 11/5/2013

RECEI VED: Nov. 05, 2013




Sundry Nunber :

44500 APl Wl | Number

: 43047532920000

NEWFIELD

Casing

Conductor

Legal Well Name
GMBU R-19-8-18

Wellbore Name

Original Hole

APITUWI
43047532920000

Surface Legal Location
SWSE 694 FSL 2001 FEL Sec 19 T8S R18E Mer SLB

Field Name

GMBU CTB9

Well Type
Development

Well Configuration Type
Slant

Well RC
500343818

County State/Province

Uintah Utah

Spud Date

10/25/2013 07:00

Final Rig Release Date

Wellbore

Wellbore Name

Original Hole

Kick Off Depth (fIKB)

Section Des

Size (in) Actual Top Depth (MD) (ftKB)

Actual Bottom Depth (MD) (ftKB)

Start Date

End Date

Wellhead

Type

Install Date Service C

omment

Wellhead Components

Des

Make

Model

SN WP Top (psi)

Casing

Casing Description
Conductor

Set Depth (ftKB)

Run Date
18

Set Tension (kips)

Centralizers

Scratchers

Casing Components

Item Des

oD (in) D (in) Wi (Ib/ft) Grade

Top Thread

Jts Len (ft)

Top (ftkB)

Btm (ftKB)

Mk-up Tq

(ftelb) Class Max OD (in)

Conductor

14 13.500 36.75H-40

8.00

10.0 18.0

Jewelry Details

External Casing Packer

Type

Setting Requirement

Release Requirements

Inflation Method

Vol Inflation (gal) Equiv Hole Sz (in)

Inflation Fluid Type

Infl FI Dens (Ib/gal) P AV Set (psi)

V Acting Pressure (psi)

P ICV Set (psi)

P ICV Act (psi)

ECP Load (1000Ib)

Seal Load (1000Ibf)

Slotted Liner

% Open Area (%)

Perforation Min Dimension (in) [ Perforation Max Dimension (in) [Axial

Perf Spacing (ft) Perf Rows

Blank Top Length (ft)

Blank Bottom Length (ft)

Slot Description

Slot Pattern

ot Length (in)

Slot Width (in)

Slot Frequency Screen Gauge (ga)

Liner Hanger

Retrievable?

Elastomer Type

Element Center Depth (ft)

Polish Bore Size (in)

Polish Bore Length (ft)

Slip Description

Set Mechanics

Setting Procedure

Unsetting Procedure

www.newfield.com

Page 1/1

Report Printed: 11/5/2013




Sundry Nunber: 44500 APl Well Nunber: 43047532920000
NEWFIELD :
Casing
7 Surface
Legal Well Name Wellbore Name
GMBU R-19-8-18 Original Hole
API/UWI Surface Legal Location Field Name Well Type Well Configuration Type
43047532920000 SWSE 694 FSL 2001 FEL Sec 19 T8S R18E Mer SLB [GMBU CTB9 Development Slant
Well RC County State/Province Spud Date Final Rig Release Date
500343818 Uintah Utah 10/25/2013 07:00
Wellbore
Wellbore Name Kick Off Depth (ftKB)
Original Hole
Section Des Size (in) Actual Top Depth (MD) (ftKB) Actual Bottom Depth (MD) (ftKB) Start Date End Date
Wellhead
Type Install Date Service Comment
Wellhead Components
Des Make Model SN WP Top (psi)
Casing
Casing Description Set Depth (ftKB) Run Date Set Tension (kips)
Surface 312
Centralizers Scratchers
Casing Components
Mk-up Tq
Item Des OD (in) ID (in) Wt (Ib/ft) Grade Top Thread Jts Len (ft) Top (ftkB) Btm (ftkKB) (ftelb) Class Max OD (in)
Wellhead 8 5/8 8.097 24.00[J-55 ST&C 1 2.00 10.0 12.0
Cutoff 8 5/8 8.097 24.00[J-55 ST&C 1 41.43 12.0 53.4
Casing Joints 8 5/8 8.097 24.00 [J-55 ST&C 5 216.87 53.4 270.3
Float Collar 8 5/8 8.097 24.00 [J-55 ST&C 1 1.00 270.3 271.3
Casing Joints 8 5/8 8.097 24.00 [J-55 ST&C 1 38.88 271.3 310.2
Guide Shoe 8 5/8 8.097 24.00 [J-55 ST&C 1 1.50 310.2 311.7

Jewelry Details

External Casing Packer

Type

Setting Requirement

Release Requirements

Inflation Method

Vol Inflation (gal) Equiv Hole Sz (in)

Inflation Fluid Type

Infl FI Dens (Ib/gal)

P AV Set (psi)

V Acting Pressure (psi)

P ICV Set (psi)

P ICV Act (psi)

ECP Load (1000Ibf)

Seal Load (1000Ibf)

Slotted Liner

% Open Area (%)

Perforation Min Dimension (in)

Perforation Max Dimension (in)

Axial Perf Spacing (ft)

Perf Rows

Blank Top Length (ft)

Blank Bottom Length (ft)

Slot Description

Slot Pattern

ot Length (in)

Slot Width (in)

Slot Frequency Screen Gauge (ga)

Liner Hanger

Retrievable?

Elastomer Type

Element Center Depth (ft)

Polish Bore Size (in)

Polish Bore Length (ft)

Slip Description

Set Mechanics

Setting Procedure

Unsetting Procedure

www.newfield.com

Page 1/1

Report Printed: 11/5/2013




BLM - Vernal Field Office - Notification Form

Operator Newfield Exploration Rig Name/# Ross #29 Submitted
By Branden Arnold Phone Number 435-401-0223

Well Name/Number GMBU R-19-8-18

Qtr/Qtr SESE Section 19 Township 8S Range 18E 5$%<%

Lease Serial Number UTU36846

API Number 43-047-53292

Spud Notice — Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time 10/25/2013 8:00 AM[] PM[]

Casing — Please report time casing run starts, not cementing

[] Surface Casing

[1 Intermediate Casing
[] Production Casing
[] Liner

[ ] Other

Date/Time 10/25/2013 3:00 AM[] PM[]

BOPE

[] Initial BOPE test at surface casing point RECEIVED

[1 BOPE test at intermediate casing point 0Ci 2 3709

% O3t(l)1 ;lray BOPE test —
Date/Time AM[] PM[]

Remarks




BLM - Vernal Field Office - Notification Form

Operator Newfield Exploration Rig Name/# NDSI SS # 2
Submitted By Jim Smith Smlth Phone Number 823-2072

Well Name/Number GMBU R-.

Qtr/Qtr SW/SE Section 19 Townshlp 8S Range 18pE
Lease Serial Number UTU- 36846

API Number 43-047-53292

Rig Move Notice — Move drilling rig to new location.
Date/Time 11/16/13 7:00 AM[] PM[]

BOPE

|:| Initial BOPE test at surface casing point
[] BOPE test at intermediate casing point
[] 30 day BOPE test

[] Other

Date/Time 11/16/13 11:00 AM[] PM[]

Remarks

RECEIVED
G ys
DIV OF 0L, GAS & MINING



BLM - Vernal Field Office - Notification Form

Operator Newfield Exploration Rig Name/# NDSI SS # 2
Submitted By Jim Smith Phone Number 823-2072

Well Name/Number GMBU R-19-8-18

Qtr/Qtr SWSE Section 19 Township 8S Range 18E

Lease Serial Number UTU- 36846

API Number 43-047-53292

TD Notice — TD is the final drilling depth of hole.
Date/Time 11/18/13 8:00 AM[] PM[]

Casing — Please report time casing run starts, not cementing
times.

[] Surface Casing

[] Intermediate Casing
[] Production Casing
[1 Liner

[] Other

Date/Time 11/19/2013 10:00 AM[] PM[]

RECEIVED
W 17 28

DIV, OF OIL, GAS & MINING



Sundry Nunber: 46397 APl Well Nunber: 43047532920000

FORM 9
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING UTU-36546
SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION | 7-UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)
1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well GMBU R-19-8-18
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43047532920000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext EIGHT MILE FLAT
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: UINTAH
0694 FSL 2001 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: SWSE Section: 19 Township: 08.0S Range: 18.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING |:| CASING REPAIR
] NOTICE OF INTENT [ chanee To PREVIOUS PLANS ] chance Tusine O] chance weLt nave
Approximate date work will start:
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS |:| CONVERT WELL TYPE
D SUBSEQUENT REPORT
Date of Work Completion: D DEEPEN D FRACTURE TREAT |:| NEW CONSTRUCTION
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
D SPUD REPORT J PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE |:| RECOMPLETE DIFFERENT FORMATION
Date of Spud:
D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL |:| TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
J DRILLING REPORT D D |:|
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
D WILDCAT WELL DETERMINATION D OTHER OTHER: I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
The above well was placed on production on 12/14/2013 at 15:30 Accepted by the

hours. Utah Division of
Qil, Gas and Mining

FOR RECORD ONLY
January 03, 2014

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Jennifer Peatross 435 646-4885 Production Technician
SIGNATURE DATE

N/A 1/2/2014

RECEI VED: Jan. 02, 2014




APl Vel | Nunber: 43047532920000 FEIVD 6564
Form 3160-4
a2 UNITED STATES
FORM AP
DEPARTMENT OF THE INTERIOR e s T
BUREAU OF LAND MANAGEMENT Expires: October 31, 2014
WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. Lease Serial No.
UTu36846

la. Type of Well ¥ oil well Gas Well B Dry L] Other 6. If Indian, Allotice or Tribe Name
b. Type of Completion: New Well Work Over Deepen 1 Plug Back O piff. Resvr.,

. 7. Unit or CA Agreement Name and No.

er; UTU87538X

2. Name of Operator 8. Lease Name and Well No.
NEWFIELD PRODUCTION COMPANY GMBU R-19-8-18

3. Address

ROUTE #3 BOX 3630
MYTON, UT 84052

3a. Phone No. finclude area code)

Ph:435-646-3721

9. API Well No.
43-047-53292

4. Location of Well (Report location clearly and in accordance with Federal requirements)*

Atsurface 694' FSL 2001' FEL (SW/SE) SEC 19 T8S R18E (UTU-36846)

10. Field and Pool or Exploratory
MONUMENT BUTTE

11. Sec., T., R., M., on Block and

Surve Are
UIVEY OF ATeR SEG 19 TS R18E Mer SLB

At top prod. interval reported below 1223' FSL 2598' FEL (SW/SE) SEC 19 T8S R18E (UTU-36846)
1356' FSL 2465' FWL (NE/SW) SEC 19 T8S R18E (UTU-36846)
At total depth

14. Date Spudded 16. Date Completed 12/13/2013
10/25/2013 [Op&a Ready to Prod.

12. County or Parish 13. State

UINTAH uTt

17, Elevations (DF, RKB, RT, GL)*
5063' GL 5073' KB

15. Date T.D. Reached
11/20/2013

18. Total Depth: MD 6694 19. Plug Back TD.: MD 6651 20. Depth Bridge Plug Set:  MD
TVD 6607 TVD VD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? No [] Yes (Submit analysis)

DUAL IND GRD, SP, COMP., NEUTRON, GR, CALIPER, CMT BOND Was DST run? BA1No [ Yes (Submit report)
Directional Survey? [JNo [BA Yes (Submii copy)
23. Casing and Liner Record (Report all strings set in well)
Hole Size | Size/Grade | Wi i) | Top (MD) | Bottom (vp) | StegeCementer | No. of Sks. & SlunmyVol: Cement Top* Amount Pulled
IS ’ § P o Depth Type of Cement (BBL) P gunELuTe
12-1/4" 8-5/8" J-55 | 24 0' 312' 180 CLASS G
7-7/8" 5-1/2" J-55 | 156.50 0 6676’ 290 Econocem 34
425Expandacem
24. Tubing Record
Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) | Packer Depth (MD) Size Depth Set (MD) Packer Depth (MDY}
2-7/8" EOT@6359' |TA@6258'
25, Producing Intervals 26, Perforation Record
Formation Top Bottom Perforated Interval Size No. Holes Perf. Status

A) Green River 5319 6292' 5319' - 6292' MD 0.34 39
B)
)
D)
27. Acid, Fracture, T Cement Squeeze, etc.

Depth Interval Amount and Type of Material
5319’ - 6292' MD Frac w/ 211700#s of 20/40 white sand in 2001 bbls of Lightning 17 fluid, in 2 stages.
28. Production - Interval A
Date First [Test Date [Hours Test 0il Cas Water il Gravity IGas Production Method
Produced Tested Production [BBL IMCF BBL Corr. API IGravity
1214113 |12/25/13 | 24 —» s |33 2 ZSNALTSR24 RHAC
Choke Tbg. Press.[Csg. 24 Hr. 0il Gas 'Water KGas/Oil Well Status
Size Flwg. Press. IRate BBL MCF BBL Ratio

S1 ' PRODUCING
28a. Production - Interval B
Date First  [Test Date [Hours Test o] (Gas Water 10il Gravity Gas Production Method
Produced Tested [Production [BBL MCF BBL ICorr. AP1 KGravity
Choke Tbg. Press.[Csg. 24 Hr. 101l (3as Water Gas/Oil Well Stalus
Size [Flwg, Press. Rate BBL IMCF (BBL Ratio

P! _>

*(See instructions and spaces for additional data on page 2)
RECEI VED: Jan. 07, 2014



APl Wl |l Nunber: 43047532920000

28b. Production - Interval C

Date First [Test Date [Hours Test il IGas (Water 01l Gravity Gas [Production Method
Produced Tested Production |BBL IMCF BBL Corr. API Gravity
Choke Ibg. Press.{Csg, 24 Hr. il ias Water Gias/Oil [Well Status
Size Flwg. Press. Rate BBL IMCF BB [Ratio
FI .
28¢. Production - Interval D
Date First [Test Date [Hours Test il (Gas Water 0il Gravity jas Production Method
Produced Tested [Production  |BBL MCF BBL Corr. API Sravity
Choke I'bg. Press.[Csg. 4 Hr., il Gas Water KGas/Oil Well Status
Size Flwg,. Press. IRate IBBL MCF BBL Ratio
51 .

29, Disposition of Gas (Solid, used for fuel, vented, etc.)

30. Summary of Porous Zones (Include Aquifers): 31, Formation {Log) Markers

GEOLOGICAL MARKERS
Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests,
including depth interval tested, cushion used, time tool open, flowing and shut-in pressures and

recoveries.
Top
Formation Top Bottom Descriptions, Contents, etc. Name
Meas. Depth
GARDEN GULCH MARK 4289'
GARDEN GULCH 1 4487
GARDEN GULCH 2 4596'
PQINT 3 4875'
X MRKR 5102'
Y MRKR 5139
DOUGLAS CREEK MRK 5280'
Bl CARBONATE MRK 5580'
B LIMESTONE MRK 5692
CASTLE PEAK 6107
BASAL CARBONATE 6507
WASATCH 6628'
32. Additional remarks (include plugging procedure);
33. Indicate which items have been attached by placing a check in the appropriate boxes:
[] Electrical/Mechanical Logs (1 full set req'd.) [ Geologic Report [ DST Report Directional Survey
[ Sundry Notice for plugging and cement verification [ Core Analysis Other: Drilling daily activity

34, Thereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

Title Regulatory Technician

Name (please priut) Heather Calder
S /Ty

Date 01/06/2014

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any

false. fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Continued on page 3)

(Form 3160-4, page 2)

RECEI VED: Jan.

07, 2014



43047532920000

Nunber :

APl Vel |

— - —

L

€102 “JaquiaroN 02

Hoday ||I9M Jo pu3l

Jen3doy :ubisag

L# 810q||2M

81-8-61-d

381y S81 61 NOILD3S
(LN) Ms uoly sosn

NOLLVHO1dX3 d13I1dMaN

JTAIdMAN

07, 2014

RECEI VED: Jan.



07, 2014

Jan.

RECEI VED:

43047532920000

Nunber

Vel |

API

f Cwraai

Hoday |]ap Jo pul
|euonoauiq auozAed

0/ piing 1 000S SSYdWOO ¢ abed WVYEP:62:8 €L02/02/LL
piepuEls - OMIN aMn (1# =10q)I9M) L# Aening 0'469'9 0°6.¢€
uonduassqg aweN [00] (a10qj|am) Aaaing (ysn) (ysn)
o) wol4
€.02/02/LL  ®ied weifoid Aamng
8v'LLE 00 00 00
(o) (ysn) (ysn) (ysn)
uoydalq M-/3+ S-IN+ {(aAL) woid yidag :uol32ag [BIRJIAA
00 :yydeq uQ a1L VNLOY :aseld ol ‘UoISIaA
:sajoN Ipny
lenpy ubisaq
S61°2S £8'69 LL'LL 21L02/¥2i6 0102449l
(1u) () ()

yibuans piaid 3|buy dig uoneul|22q ajeq s|dweg SWEN |2poi sonaubew
L# J0qjIdM aloq|iam
ysn o‘mwOAm :|]9Ad7 punougy ysn O.MNQ.m uolneas|{3 peay||am ysngo >u:_wt00:3 uonisod

M 06Z'Z .95 .60} :epmyBuoT ¥sn £L°69%'820'C :Buyse3 ysn g'0 M3+
N 092°€G G 0 ‘apmen Usn 11'20£'802'L :Buiyuon usng'o S-IN+ uonisod {|1am
62'20 95 60L- 'ONOT 8Z'€S S0 OF :1¥1 THS '81-8-61-d [19A
. 00t :@9uafi;aauog puo W OHEEL isnipey j0I8 ¥sn 00 :Kurepsoun uonisod
M 256°L .86 .601 :apnybuoT ysn 00°000'8L0'2 :Bunseg Buope] rwoag
N 60L°0L .9 .0% apnye YSN 66°966'602'L :BuiylIoN :uonisod aNs
381Y S81 61 O3S ‘381 Y S8L 6L NOILI3S s
QUo7 |eljua) Yein :auoz dey
€861 Wnje UBdBWY YHON ‘wnjeg 039
[ELER R-EIRN-ET :wnjeq waysis €861 duB|d 91EIS SN :waysig dey
VSN 'L 'ALNNOD INSIHONA (LN} MS UolAW SOSN 198l02d
qq sesn 816uis L°'000s WA3 :aseqejeq |enjoy :ubisag
3InjeAIND WNLWIUIN :poYIa| uone|noje) Aeang L# 210q|[9p H-ILLTETYY
ani) 139u313J9y YHON 81-8-61-Y lIem
(z#sS) Ysno'eL0S @ 8L-g-61-Y 1aouaiajey AW 3814 S81 61 NOILO3S s
(z#8S) ysno'€20S © 81-8-61-Y :3dualayey AAL (LN} ms uoAy SOSN BLEIGHE]
81-8-61-Y lIPM 192Ualaj3Yy 3I)eulpio-0) |ed07 NOILYHO1dX3 a131dM3N :Auedwog

ATAIAMAN



43047532920000

Nunber

Vel

API

0. piing L°0005 SSY4NOO £ ebed WYEY:62:8 €LOZ/0T/LE
z8'9- vLL Sh'l 1'6g- S'ey 1'8% geglL’t 08'90€ 08'L 0'681L'1
0001~ Lt0 ve'L g'pe- 6°6€ £'ZS 6eyLL 08'60€ 0g'L o'srl'L
eLTh- 890 89’} §°0e- £9¢ 89t Z00L't oL'YLE oL'L 0°Z0L't
89'G- 160 AN 692 v'ze gLy 5'950'L 061 09'9 0850’
160" 6¢') 621 st 582 9'9¢ 8ZL0't ozeee 0%'9 0'v10'L
009 190 160 gie 652 £'EE 0286 05°22€ 009 0'€96
192 ee’t oc’} L'6L- r'ee £'0¢ 2256 0,028 08's 0°€S6
62 1L $9°0 £zl 624 zie LA £226 05°tee 0¥ 0'¢e6
19V~ £E'} ve'l zoL- 68} 9%e v’ 168 00°'62¢ 026 0268
00'z £g’l ve'L Lyb- L9 L'ze 5198 05°52¢ 08'v 0298
19704~ 002 rL'e gel- Ly L6l 9'ie8 0612 0¥y 0'zeg
v6L- 6L 6L (AN o€l LLL 1,08 01'8¢¢ 08'€ 0'208
190 002 002 LbL- el 66l 8°0LL 04828 0ze 0bLL
19 L9'1 0Ll £0l- 00} vyl g0y 05°'82¢ 092 0'LvL
A 191 ve'L L6 0'6 zel g0kL 02'92¢ 0Lz 0L
6LV 000 $6°0 16 z8 XA 66,9 0L21E 09'} 0089
1971 001 0L v'g- 9L ran 699 01°20¢€ 09't 0’69
852 ze0- £€°0 8- L 90k 6819 0420¢ 0g°L 0619
0e'9- €10 0z'0 Tl 89 66 6185 06°L0E 0%l 0'885
00°ge- 000 580 9'g- v'9 6 6155 6. €0E o'} 0855
197} 0e'0- 1¥'0 0'g- 0'9 g'g 6928 G6VLE 9L 0.2
6€G- ¥80- 580 g6 g's Ll 6'96% S6°0LE Syl 0'L6Y
09'p- €00 vl 8'p- 6 69 6'S9Y zeele Lok 0°99%
106 610" 9z0 Al 4 09 6'6EY 09°€LE 0L'L 0'9ey
0L} €51 £g') G¢- 9¢ 0'g 0'50¥ 6EGLE 9L'L 0's0%
000 SE0 S€0 0 (> 44 0'6E 06'GlE 0g'L 0'sLe
000 000 000 00 00 00 00 000 000 00
(4snooi/s) (wsnool/.) (usnoors) (usn) (ysn) (ysn) (ysn) (o) ) (ysn)
umy piing 6o7a w3 SIN 295 A anL {wnwize) 12y ou) aw
Asaing
aq Jesn o|6uis L'000s WA3 :aseqeleq |enjy :ubisag
alnleand wnuwiup :pPOYISI uonenajen Asaing L# 210q|I9M HILLTETY
anly 182Ualajay YHON 81-8-61-Y HIEITY
(z#sS) ¥sno'e205 @ 81-8-61-Y :90Ua19)9Y AW 381 S8L 6+ NOILOTS e)g
(2#SS) ¥sno'c€L0S @ 81-8-6L-d radualajey AL (1N} MS ualky SOSN :30alold
81L-8-61-H IIPM :30Ual3jay ajeulplo-0) [e207] NOILYHO1dX3 a1314M3AN :Auedwon

R

uoday ||I9p Jo pug

|euoljsaliq suozAed

ATIIdMIN

Jan. 07, 2014

RECEI VED:



43047532920000

Nunber

Vel |

API

0/ pPiing 1°0008 SSYJNO0D v ebad WYEY62:8 €4L02/07/4)
60'8 0z0 el role 6'v8L £082 0'8vE'z TANN 128 0eee
vL0 82°0- 0€'0 y's0e- A]S zeLe 9v0€'2 2L'608 81’6 0'82€'C
€20~ 9¢"}- 9L 0'002- 9'6Lt €992 AT A 07'60¢€ 0£'6 0'682'C
50'z- 9’1~ (E v¥8l- A 0'652 98le'c 05'60€ 06'6 012’2
662 0z'0- 850 ¥'881- z'99l z'15e X TANA 0v°0+E 050} 02612
862 08°0 96'0 £'Z8L- 6091 zeve zTELT 0L LLE 650} 0'ESL'Z
68°¢- 120 S0 S'9LL- §'6SL z'see 6'880'2 LO'ElE vzol 0'601'2
AN} £Z°0- LE0 g0Ll- 1051 v'ize 9'610'2 2LpLe 9¢°0t 0'690'2
167} 89'L- 2L 591" 9'vbL 9612 £'€00'C v riE 9v°0k 02202
9€'9 65°L- ¥0'2 £651- 6'8€L gle 1'096'L 0v'ELE 0z'tL 0'8L6'}
89°0 £2°0- 1Z°0 1251 0eel 5202 0'LL6'L 0904+ 06741 0'vE6'L
gL¢- 89°0- 96°0 g'shi- LLz) v'e6l 0%L8't 0£'0Le 00zl 0068’}
000 0.0 0.0 8'8€L- o'leh zv8L 0’181 0L LLE 0e'ZL 0'ove'L
052 €20 650 6LEL 6Ll 6.1 0'68L'} 0L LIE 09zt 0'c08’L
502 £2°0 050 9pZL- 5’80l £59) 0'9vL'L 09°0LE 0Lzh 0'65L't
502 €20- 050 ATE €201 9'551 L'e0L'} 0.60€ 092l 06t
160 S%°0 050 8'601- 2'96 0'ovl 2'099't 08°80€ 0.2t 0 129'b
81°0- 5.0 SL0 €201- z'06 v'oel LY 02'60€ 05°Zt 0'429't
98z 160 80'} 1'66- zv8 0.ZL zrLS'L 8z 60€ 1121 0'€8s’t
190 050 250 1'88- 181 LgLE z'Tes’t 50'80€ 8L'LL 0'0vs'L
Sv'Z S0} SLL L1g- zel Z'60L L'68%'L 8.°20¢ 95°LL 0'96Y'L
160 S0°Z s0e [A7% 0'89 900l YT 0.°90€ 0LbL 025t
(487 pLL 9L 119 1'€9 5§26 L'209'L 0£°90€ 0z 0} 0'80%'L
oLl 0.0 zL0 §'lg- 185 68 ¥'65€'L 0¥ v0€E 0.6 0'%9¢' L
-4 160 $6'0 9'55- L'vS 6.4 0'LIE'L 06°€0¢ or's 0Lzt
§6'2- pLL A Ley- 805 60L SeLT'L 01'€0¢ 00'6 0Li2'L
S¥'s- 651 W Lob- 14 €9 0'0€2'L 0v'+0€ 058 0€sT't
(4snooL/.) (4snoot/o) {ysn) (ysn) (o) (o) (ysn)
998 °A aAL (yinwize) 1zy ouj aw

Aaaing

qqg Jesn a|buls |'000s WA :aseqejeq JenioY :ubisaq

alneangd wnwiuiy :pOYIa| uonensjen A3aing L# a10q|{9MA HCILGTETY Y

130U3J3J9Y YUON 91-8-61-M I9M

(z#SS) ysno'eL0S © 81-8-61-H :2ousIayey AN 381 S81 61 NOILD3S O

(z#ss) ysno'eL05 @ 81-8-61-Y :90Ua19jay QAL (1LN) MS UoKIN S9SN :393f01g

81-8-61-Y lIlPM :90U3I9J3Y B1LUIPIO-0)) [B207] NOILYHO1dX3 @1314M3N :Auedwon

Uoday |9 J0 pul
Jeuonoaliq suozhed

JTAIAMEAN

Jan. 07, 2014

RECEI VED:



43047532920000

Nunber

Vel

API

0/ pling L°000S SSYINOO G ebeq WVEY:62:8 £L0Z/02/1E
651 4 ve'e 5198 v'z2e v v8y L'ELS'e 06'9LE 0¥l 0'sss'e
9e'g vl 96°} 0'96€- (AT 9'9.¥ 9'69Y'E 08°LLE 06'6 0LLS'e
£20- S%'0 970 ¥ 05e- zzle £'89% v'9zy'e 00'60€ 0v'6 0'l9v'c
0¥l L0 160 gpe- 2'10€ FATA: 14 0°€8E'E 01°60¢ 026 o'ser's
00'S £2°0- 280 G'6EE" ¥'€08 v'esY Sove's 05°80€ 006 0'0se'e
1670 vLL- TN 0'vee- z'662 [o§: 1 }'162'S 0£°90€ oL'6 0'98€'e
S6'2- £Lz- 8.2 £'9ze- 0562 gl L'e5Z'e 02°90€ 09'6 0'Z6Z't
122" ov'L- 161 1'zze- €062 gesy yolz'e 00°'80€ 08'0L o'8vz'e
00°G- 16'0 gel L'SLe- 0'682 £gey ze9i'e oL'LLe oLt 0'502'c
S0 890 690 ¥'60€- £'6.2 g9lp 0'62L'e 0eele 00'LL 0l9l'e
502 £2°0- 0 ¥'€0€- 9'¢€lz 5°80Y 8190'€ oLele 070l 0LLL'S
L 160 oLl €162 0892 £00¥ 9'8€0'e 0Z'z1LE 0804 0'¢l0'e
SSy S0 €670 €162 L3292 Tz6e £566'C 04704 0y 0L 0620t
€9l 000 620 z58z- 9162 £v9¢ 02562 04'80€ 0z 0l 06862
€20~ £2°0- €20 z6.2 6252 19.¢ L6062 00°80€ 0z ok 0'2Z¥6'2
005~ 890~ N Lele L'8¥Z 6'89€ ¥'998'2 01'80€ 0c0b 0868'Z
€12 SP°0- 890 6'992- 0'€¥2 6096 L'gea'e 0E°0kE 090} 0'758'Z
s €20 1£'0 109z L1€2 8°2SE 6'6.1'2 0S'LLE 08'0L 00182
64°¢- 590 560 952 zzee 9vrE L'9gl'z 00ZlE 0L°0L 09922
08°¢- vl L 88z 6922 1'98¢ ¥'v68'c £9'cle Zr'ol 0€2L'T
Spg- 160 8zl A §'iez 0°62E 1°169'2 0eGle 0.6 069'C
Lp'g- 1670 90°L £'8ge- zZalz g'lze 12002 0L'L)E 0€'6 0'5£9'C
s0°c €20 6€°0 Leee oLl 6'VLE 1952 0Z'64€ 068 01652
00 0.0~ LL'0 €622 6'50Z z80¢ 27025 0L °0z¢ 088 0'LYS'T
160 89°0- 0.0 0'szz- 47002 §'10¢ £'8.¥'2 08'64E 0L'6 0'v05'Z
Ev'Y 000 zL0 ¥'0ze- 7’6l SY62 8'ver'e or'6le 0v'6 0°09%'Z
8v'6 0€0 I Lsie- 006} v'182 v'16€'2 SLLE 07’6 08y
(usnoots.) (4sngors,) (ysn) (ysn) (usn) ) (o) (ysn)
SIN 28§ A aAL (ynwize) 1zy au| an

Kaning

qq Jesn 81buig |'000S WA3 :aseqejeq |lenoy :ubisag

ajnjealnyd wnuwiuly -poulsiy uonejnojed >0>._:w L# 210Q|I9AA raloqjiam

190UR13J3Y YHON 81-8-6-d HIETTY

(z#88) Usn0'eL0S @ 8L-8-61-Y HERITDIETE K] 381y S81 6L NOILO3S :aNg

(z#sS) ¥sn0'eL05 © 8L-8-6L-d :a0ualsiay AAL (Ln) ms uoy S9SN :398f01d

81-8-61-Y IIBM :20Uuas8JaY JEUIPIO-0) [B907] NOILYHOTdX3 A13I4M3IN :Auedwog

Hoday [l9p Jo pug
jeuonoallq auozhed

JTITAMIN

Jan. 07, 2014

RECEI VED:



07, 2014

Jan.

RECEI VED:

43047532920000

Nunber

Vel |

API

04 piing °0008 SSYIWOD 9 sbed WYEV62:8 €LOZ/0Z/LE
160 Sy'0- 8%'0 §'6eS- L'E9Y 600L 09,9 0E'0LE 056 0'9eL'y
€20 Sy 0- 9%'0 6616 0'65% 5'€69 92e0'y 06'60€ 0L'6 0'v69'y
zle- 0.0~ 660 LylG- TrsYy 0'989 €685y 08'60€ 06'6 07059’y
vL'L 000 020 #'808- €6YY 5'8.9 6'9rS'y 07 LLE 0z'0L 0°L09'%
ize €20 9%'0 9205 A a4 0.9 9€0s'Y 06°01L€E 0Z'04 0°e9s'y
XA 000 260 196" (4134 0'€99 £097'y 06'60€ oLolL 0'6lS'Y
851 €20- 9€'0 L'061- €Yy €659 0Lv'Y 09'20€ oLoL 0'SLY'y
€60 000 al'o Sv8b- 9'62 9.9 L'elE'Y 06'90€ 0Z'0L 0 bEY'y
1LE 00} 6L} v'8Lp- [R-TA% 0°0%9 £lee'y 06'90€ 0z0l 0'88¢'y
650 650~ 09'0 zeLy- 102y v'zeg 0'882'¥ ¥9v0€ 9.6 0'vre'y
¥8'p- 08'L- 002 0'99%- €9y 629 IR A 09°'70€ 200l 0°00€'y
¥8'G- yeL- SLL 565" Ly 0.9 T A £1°90€ 1801 0'952'y
289 pLL- 8Ll 8'Z6h- 590 5'909 Z'851l'y 0€'608 or'LL 0Z1Z'Y
0¥t 9Ll 0z} Loy 2°00% 9'665 LSHL'Y 0Ezle 061} 089ty
60°0- £22 A4 L6Ey- 6'v6€ 6065 0'€L0'y 0L'LLE 0FLL 0°GeL'y
S¥'p- L¥0- 160 g'eeh- £68¢ 9'28s 8620 vLLLE Zr oL 01807
890 €20 9z'0 9'L2b- 6°€8¢ 9V 5'986'c 0LELE 0904 0°L£0'y
28} 4! 8Ll ey £8.¢ 5995 CEVE'E 0v'ELE 0501 0'¢66'S
L¥'0 gLL- L1 0'9Ly- 0'cLe 185§ 0006 09Z1€ 0004 0'6Y6'E
L'y 9e'L- €9t oLy 8°.9¢ [l LLS8'E 0v'ZLE 050l 0906'¢
S0z 160 660 TYop- 29 :RAL S'v18'e 0e0le oL'LL 0'Z98't
220~ ¥¥0 S%'0 9'26¢- 1°95¢ T YES elLL'e 0Z'LLE 05’41 0'8L8'e
20e €60 oLl 6°06€- 605¢ €628 zLel'e 0g'LLE 0E'LL 0€LL'e
98'¢c- 89°0 66'0 L'v8e- 5'6Ye 0'LLS 0'G89'E 000l 0604 0°0eL'e
£6°01- Ly0- 80'C §'8LE" Love 880 gLy9'e 0L'Lbe 0904 0'989'c
vge- 89°0- 1670 Lele 9vEE 6008 §665'E or'9le 0804 0'Er9'e
052 65} 99’} 1'29¢- v'gee Sz6Y £945'e 00'gle oL'LL 0'665'€
(usnooLs,) (ysnools.) (wsnooL/o) (ysn) (ysn) (ysn) (ysn) () () (usn)
winy piing 6310 w3 SIN 238 A anL (yinwize) 1zy au| aw

Aamasng

qq Jesn sibulg L0005 WA3 :aseqejeq [emoy :ubisag

aInjeAIN) WNWiUIy :poyia|y uonenajen Asang L# 910q|I3M :aJoq||ap

ani| :99U3J3J3Yy YUoN 21-8-61-Y HIET

(e#SS) ¥sn0'cL05 @ 81L-8-61-Y :@duasayey QW 3814 $8L1 61 NOILO3S o)

(e#sS) ¥sn0'cL06 @ 81-8-61-Y :33U3J3)3Y AAL (LN) MS uolAW SOSN 1398foud

81-8-61-H IIOM 189UBJaJ8Y 3}eUIPI0-0) |EI0T NOILY¥01dX3 T13I4MIN :Auedwos

Hoday (|9 40 pu3
|euonoaliq suozhed

ATHIAMAN




43047532920000

Nunber

Vel

API

0L PN L°000§ SSYIWOD /£ ebed WVYEY62°8 £L02/0Z/4E
599 €60 S9'L 8189 L'665 0806 9'6¢8'S 0€°20€ 00'zh 0°026'S
€L 651 €9} 9v.i9- S'v6S 7668 §'16L'G vy v0E 0941 0°2/8's
98- 651 [ZN! 9'/99- 9'685 1068 €v6L'S 0Z'S0€ 06°0L 0'€E8'S
89°G- €20 €0’} 1199 6785 1288 LILL's 06'90€ 0Z0L 068L'S
28T 680 104 0'658- 1085 6.8 8°.99'G 0%'60€ 0L0L 0'SPL'S
1S 88'L 902 2'6%9- 2'5.5 ¥'198 v'¥29's y9'01€ 12’6 0°10L's
60°6- 1670~ oLt 8'cvo- 8045 '098 028S'S 0%'80€ 068 0'959'S
vi'g- 502 62¢ §'8e9- £'995 §'ese 9'8€8'S 0v'2ZLe 0£'6 0vL9's
1zL 0L70- il L'EE9- L19g 0'9v8 Z'G6Y'G 0L'GLE 0z'0} 0°0.8's
659 9g}- ve'L §'229 8'656 £'9€8 625G 00'ZLE 050} 0°225's
601~ £2°0- 280 glee- 505 L'0€8 L'60%'S 01°60¢ oLl 0'Esy's
£2'S- 160 SE'L vLe 0'YS 9’128 599¢'s 06°0L€E ozLL 0'6EY'S
000 €20 €20 5’809 v'6€G zele £'eTE'S 0TELE 08°0L 0'G6E'S
98’k gL'l 1zl 5209 8'cEs 0'508 L'08Z'S 0ZELE 04704 0'1SE'S
viL- 89°0 120 8'965- 58S z'L6L WA 0¥ ZLE 0z 0k 0'80€'s
98¢~ €20~ 120 T'165 £'€es 5'68.L Sv6L'S 06°2LE 06'6 0'v92's
56T 4" ve'L 158" 081G 618L LISL'S 09'7LE 0004 0'022's
A Sb'0 9%'0 £'085- 8'zls vylL g'L0L'S 0eele 056 0'9LL's
00 1¥0- 8%'0 1’66 6,06 £29. ¥'¥90's 0Zele 026 0'zEL's
160 290~ 0.0 005 L'E0S 209 6120'S 067CLE 056 0'680'G
e €2'0- S¥'0 §'96- 1'86% 67¢5L 9'8.6'y 0S°ZLE 086 0'sY0's
€20- £20- €20 6'866- (14 £syL T 5e6'p 0S'LLE 06'6 0'400'S
e8'e- 9g0 190 £'e65- 0'88% Llel 6168'7 09'LLE 0004 0°L56'
16t 550 £9°0 9'2¥5- 6728Y zosl 5'8Y8'y yaZle 786 0'ELE'Y
Yy £20- 80 Ters- 6Ll Lzel 7508y 00ZLE 09'6 0'698'y
000 £2°0 €20 L'9€5- TELY SSLL 829.'y oLo0Le 0.6 0'928'y
S%0- €20 ¥2o bLes- ¥'89Y 2'80L veLLY 0L0LE 09'6 0Z8L'y
(ysnoot/,) (ysnoot/) (ysnoot/s,) (ysn) (ysn) (ysn) (usn) () (o) (ysn)
uingp pung 6a1a w3 SIN 298 °A aaL (pnunze) 1zy aul an

Aanung

qqJesn 9|buls 10005 WA3 :aseqejeq [emoy :ubisag

alneaind wnuiwpy :poyjsy uoniejnojen >0>._:m L # 810q||apA aJoq|iapn

oani| :99ualajay YyHoN 81-8-61-Y HIETT

(z#sS) Usno'eL0S @ 81-8-61-Y 90ua1953y AW 3814 S8L 6L NOILO3S oS

(z#sSY ¥sNO'€L0S D 8L-8-61-d :39U219J9Y AAL (Ln) MS UKy S9SN 393f01d

81-8-61-d 1M 130U313§9y 3jeulpio-0) (907 NOILYYOTdX3 a13idmM3N :Auedwod

Hoday [[9An 40 pul
|euonosauiqg suozhed

dTaIdMIN

Jan. 07, 2014

RECEI VED:



43047532920000

Nunber

Vel

API

0/ Piing 1°000§ SSYdNOD

g ebed

NYEY 62|

8 €L02/02/kH

8leQ :Ag panoiddy :Ag payosyo
gl'g Ge'L- el €8l 9199 6866 1°209'9 0L6LE 002 0'v69'9
619 £pL- or'L 0'L¥1- 0099 1966 1'665'9 0g'zee 0.2 0'Zy9'9
€29 00°}- 90'} €9vL- 1659 1666 ves'9 09°€2¢ 00 0°129'9 _
Lp'0- ¥80- ¥8°0 8'vyl- T'L89 7'E66 zI6v'9 26°02¢ €v'E 0'8.5'9
89°0- 160~ 160 Vel 1°659 9066 LYY oL'lze 08¢ 0'v€5'9
48 160 260 Tl 1289 9'286 v'e0r'9 0¥'12€ 0z'v 0'06%'9
160 6€'L- 6€'} 'L 1059 €186 9'6SE'9 09'0Z¢ 09'% 0'97%'9
S0'L 5¢h- T L9gl- Z'Ly9 5’086 L'GIE'D 02028 ¥4 0°20t'9
e zhL- 8L} 6'ces- 0'v¥9 ¥'9.6 612.2'9 0L'LLE 9L's 0'85€'9
1} 0}~ LE} 8'0¢L- 209 616 1'622'9 0SG1E A 0'SLE'9
G5 0Z'1- 28 Tlel- z1€9 6996 7'58L'9 z8vle 189 0'4biT'9 _
9e'L ggL- 95l gees- G'EED 5196 glyrl'e 05°LLE yeL 0'Lee'e _
el 002 20'e 6'8LL- 9'629 9'556 2'860'9 06°0LE 20’8 0'esl'e
Lt'0- 602 60 6'¢hL- ¥'se9 L'6¥6 9'%50'9 0L0LE 06'8 0'6cL'9
651 e 622 9'80.- 6029 Z2v6 zzI0'9 0E0LE 086 0'960'9
Sv'0 s rLL 9'204- 6619 £vEB 6'896'G 09'60€ 0804 0'250'9
€LL 9e’L- 0e 1'969- 5oL 6626 L'626'S 0%'60€ 0g'bL 0'800'9
S62- £20- S9'0 1'689- 1509 0'LL6 9288's 00°90€ 06'LL 0'786's
(¥snoot/.) (4snoot/s) (usnooy/,) Ggsn) (ysn) (ysn) {usn) () () (usn)
uiny pitng Ba7q w3 SIN 295 A anL (ynwize) 1zy au| an
faning
q@ 1asn 21Buis 10005 NA3 :eseqejeq |emoy :ubisag
alneAnd wnwiuy :poyisiy uone|nsjen >w>._=w L# 310q|1BM :aloqj|ap
anJ) 199U313)9Y YUON 81-8-6L-Y BEITY
(z#sSYysno'eL06 @ 8L-g-61-H :9ouasefay AW 3gLY S8L 61 NOILOTS BT
(z#sS) Ysn0o'eL0s D 8L-8-61-Y :9oua19)9y QAL (Ln) ms UoKN 898N BECT
8L-8-6L-Y ll2M 180UB1BJ8Y 8JEUIPIO-0) [EDOT NOILYHOTdX3 Q1314M3IN :Auedwon

Hoday j|apn 4o pul
Jeuonoalig auozhed

aTaATdMIAN

Jan. 07, 2014

RECEI VED:



43047532920000

Nunber :

Vel |

API

V1va di3ld IvNLOv Ad

(usn 0002) 8% LLE 1B UONOSG |BIIISA

0z-
@31¥0ddNS SI ANV 390FTMONM AN = sy e oo_soo_aw__rg__
40 1839 3HL Ol 1234402 SI A3SAYUNS SIHL et T T e EENEEENE T —ooozl
(Z 0T 19QUIBAON '6Z:8 :91eq wopy moypoy Ag pojeald m
(1# as0q19/W/8L-8-61-¥) |emoy ubisaq -
..... Hloooor
(uigsn 0Ge) (+hsea/(-hsem -
05¢ 0 0g¢- 00.- 0501- 00¥L- B
_________—___.-.__.______—nq..___._-—_u_______w__._-—____—___-—___ .II
[ ”Iooom
- - =
—0S€- N w
B S
= 18L-8-6L-¥fL-- "~ B a
f Q
— Q)
0 —0009
e F 3
g nma 101 g1-g6kd] =" - I
: - - N
L. =S - o
- = - b3
- =z K c
B =) B m
[ \w — 000y ES
C B -
—ose & -
g = B
B e -
B = B
L =) -
B — 0002
m,oE E
- Hlo
004 N
01024491 I9PON
Npow\vw\mmumum%
-£8°G9 9|buy aig .
Lusg'peLzs :ubusns lenoy :ubisaq
p|al4 onaubepy L# 2J0qIISp "2J40Q|ISM
81-8-61-H :lISM : : a
obL'LL :yHON opeubepy 381 S8L 61 NOILO3S NS qu—mhﬁgm—z
lupop aniy o syinwizy {LN) Mms ol sOSN 1osfoid

2014

07,

RECEI VED: Jan.



43047532920000

Nunber

Vel |

API

¥102/2/} :pojuLd Hoday

¢/ obed

WO PIoMIU" MMM

N
Sml
; - D
00:00 00:€l N
JUSHUWODY SWi) pug awi) ves|
“HOM uo Buniem "1 TMONAY 00:€l 00:2L -
Juswwod swi| pug awl| Ueis N~
0225 © dyi 19s O} HIY 00-ct SLbL P
Wwawuwoy awi) pu3 awy yeis| |
SLibL 00:11L -
WBWWOD swil pu3 swi weis | (O
001} 00:00 T
WSO sl pu3 sWI] uels
‘ud 0} [[8M OF "d) 19s 0} HIY €102/L/21 €10¢/6/C1 N
Leluwng Aoy JUsZ ale pug poday o)eq peys yoday L] |
00:00 0€:0z >
WaIWDT awi| pug swil veis I
0€:0¢ 00:0¢2 w
uawuwoy 3wyl pu3 swiy veisi||
'$1qq 09¢ PIaA00Y Yid 0} []om g4 00:02 00:81 e
Juswwo) auil| pu3 awi) VeI
‘dinbs oely S3H ONAY 00:8L 00:91
JuBlLWOY awiy pu3 aW(| el
-zabeys oel4 00:91 0g§L
Juswwod Wil pu3 swll LeIS
'z 9beys dod 0e:Sl oEyl
uSwWoy sulll pu3 swi) veig
'} obejs oe14 og vl oe€l
Juswwo) alwif pu3 aW|| UBlS
oggl 00-€l
JUBWIWDD alwi] pu3 |wl| ueis
00-€l 00:00
USWWeD 3Wi] puz awl| UEIS
ud 01 g4 -oey abeys z dwnd €102/9/C1 €102¢/L/2L
Aewwng AlAnY JUpZ. 81eg pug Hodey 81eg HeIS Hodsy
‘N4as 00-:00 o€ Lt
WSLIWCD awi) pug swr] Ue1s
| abe)s srRIONad 0gLL 0€:91
JUSLIWOYD sl puj suw] URIs
“ulw 0} Joy 1sd 0OEY 40 1581 yby g Ui g 1oy Isd
00€-0GZ 10 188) MO /M OEB)S |04]U0D [|oM U} Jo Jusuodwod yoes 1sa] "ul Qg 4o} Isd 0og 01 Bsa 1s8) aunssald 0€:91 oEvlL
Juswuwod aull| pu3 awi| pels
Boj uny ogyl og:gl
juawwod awl) pug Wi pe1rs
oecl SLZh
uswwo) awi) pu3 swi| veis
Szl 00:¢l
JUSWIWOYD) Wi} pug Wil yeis
00:2L 00:00
JUsSWWOD 8wi] pu3 awl] Ueig
‘1 Bis pad pue san/S4Og/6s2 188} gD uny €10z/s/gl €L0g/vicL
Aewwns AIARdY JUyg 81e( puj Uoday 9lEQ LEIS Lodey
suopesado Ajreg

sle pug qor

Sleq HelS gqor

fiobayen qor

fyanoy By Arewwng

81-8-61-d NAINO

:oWeN [IOM

dTHIAMEN




43047532920000

Nunber :

Vel |

API

¥102/2/} :paluld poday ¢z obed

WOD"P[OIJMAU MMM

Ny
ISd 008 OL1 dN IMOHLS ‘1INN NN 'FSHOH DONVH ‘LINN 110 00-8L 0eLl ~
%) aun) pug awy peig [P
‘d0Yd HSI10d \0€ X .2/ L Nd "ANOd L4 /M LNO 30VdS
‘SHAdY L8// S8 ANV ‘SHAdY .P/E GEL 'SHAdY .8/Z 0€ Nd 'diNNd DYHY »Z X G2'L X §°Z MIN JNINd ANV Nd o€zl oevl -
JUSLLILLIDTY |wn] puj awi) peis N~
YITVEL A0 ONIddIdd HSINIH ‘d3TIvHL AOY NI LOdS “LNIWLLINDI AOH O-X 0e¥l oeel D
jusulwod swl| puy awil yels
62659 ® LO3 E
‘ON ‘SN Z '66'2629 @ NS ‘LNl | '96'2629 @ OVL 'SINF ¥61 g4 140} o]
‘av3HTIEM NN “TTIM ANV T13M WONH NS Ld¥ IACOWIY ‘WYHANITE AN ‘dOg AN "HOOTIMHOM oeel [0}35% 4% T
JUBWWDD sWiL pud all[| UBIS
"1 OLNI @37INd 0008} /M HOOTIMHOM (i}
WO¥4 OV1 ONILLIS 'ONMLS OL 9NS L4 ONIAAY ‘SINI FHOW 61 “OVL “LNI L 'NS 'SLNI Z "ON /M HIY oe-ch 0e:0k _nE
JUSWLLIOY awil pu3 aw|] yeis| >
VYHE a1 ‘SLNF 261 /M HOOd 0e:0l 0€-80 T
JUBWWOD aul] pul Wil RIS w
‘S99 061 ITOH T10Y “T13M dN N3d3 ‘1Sd 001 9SO ‘ISd 02 991 0€:80 00:20 LLI
JUSWLIOD auwn] pug awi) vels |
00:20 0€:90
uawwod aunl pug aulll ves
0€:90 00-:00
JWHUILLOD aw] pul Wi Peis
"HOMOWQY “dwd 1s1 yis ‘peay Buey “spos pue dwd uni pue NY 'SAOF AN ‘posd dipud|  €L02/¥L/CL gLoe/eLict
Aewwns AIANDY JUrZ 218 pug pYodey 212 LE)S yoday
00:00 0g€c
JAWWD awi| pug swil UBIS
‘N4as ogee 00:€C
Wawwoen awl] pug all] pels
‘ININLLINDA IZIYIALNIM ‘NAIMS ‘SINr 6 Q1 'S798 051 Nv31D ITOH 110 00:€C 00-¢¢
JUBWWOD swll pud awl} Uelg
11699 ® a19d OL NMa
T4 LNO NY3ATD ‘dL8d NO T4 40 14 02 ONIDOVL SLINP LE Nd M¥OVE 1IAIMS ONVH ‘SNOILOINNOD
ONIMYW 340439 IT10H
40 1NO 104 T10d ‘NIN Z1 ©N1d LNO T11-8d ‘0256 ® 9n1d OL NAMA 1114 LNO Nv310 'ONTd NO 1114
40 14 0Z1 ONIDOVL SINI L Nd ‘MOVE TIAIMS ONVH ‘FHNSST™d ON 'NIN 0L "ONTd 17X LNO T1Ha 00:¢e 0c:8L
JUsSWwoD s} pug swi| HUelg
‘NOILYINJHID
MyIH9 ‘SANIT NYNLIY ANV NN N “TIAIMS H3MOd NY “HIFaNd NOLONIHSYM NO dIdLS og:8l ogLL
JBWWODH aWi| pug alll| LeIs
0225 @ 9N1d TIIM ONIDOVL SINF IHOW 291 ‘NS ‘LN L “TTIN .#/€ ¥ /M HIY Nd 0ellL 00:¥L
WBWWOD sw| pug all| LBIS
'Dd1 §Sr.8/L¢
SINF 212 AATIVL /d3dd "HIANITAD ONILAIT ONVH ‘' INIWAINDT 991 O-X "HOOTIMHOM NY "HOMNHIN 00-¥L 00:0}
JaWwwoD awil pu3 sW|) UeIs
0001 0€°60
JUBWIWOD awi} pul || UeIs
0€:60 00:00
Juslwon aWi| pul swi| UeIs
S|l GL /M HOOd "Uip 2010 "dLdd 01 00/0d 0} HIY 'SdOg 1saL “HOMNHIN|  €L0Z/ELC) €Loc/icLict
fewwng LAY Uz 2)eq pu3 uodsy sle( UEIS voday

suonesadQ Ajieg

Aoy b1y Atewwng

81-8-61-d NGIND :dWeN [I9M

dTHIAMHEN




43047532920000

Nunber :

Vel |

API

viozciziL

:pojulld Hoday

gre abed

WO PlaMOU MMM

DA\ /I

dOMd 00:00 00:61
JUBWWOY Wil pug ETRIC
HOMONWAA 00:61 00:81L
JUBLUWLIOD slit pug W] LEIS
81-8-61-d NGO :BWEN [I9M

509
UL

07,

Jall.

nRECC VED.

dTHIAMAN




Sundry Nunber: 50186 APl Well Nunber: 43047532920000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

FORM 9

DIVISION OF OIL, GAS, AND MINING

5.LEASE DESIGNATION AND SERIAL NUMBER:
UTU-36846

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Oil Well

8. WELL NAME and NUMBER:
GMBU R-19-8-18

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43047532920000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext 8 MILE FLAT NORTH
4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: UINTAH
0694 FSL 2001 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: SWSE Section: 19 Township: 08.0S Range: 18.0E Meridian: S UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
] acioize L] acTer casing [ casine repar
¥ NOTICE OF INTENT
Approximate date work will start: [ chanee To PReVios PLANS O chance Tusine O chanee weLt nave
] chance weLL staTus L] comMINGLE PRODUCING FORMATIONS [J convertweLL Tvee
[] susseqQueNT RePORT L] oeeren (] rraCTURE TREAT [J new consTrucTION
Date of Work Completion:
O] operaTor crance CJ pLuc anp ABanDON O ruseack
[ rrobuCTION START OR RESUME (] RecLamaTION OF weLL SITE [J RecompLETE DIFFERENT FORMATION
[ spuo reporT
Date of Spud: ¥ REPERFORATE CURRENT FORMATION (] sipETRACK TO REPAIR WELL [J remporary ABANDON
O tusine Repar O vent orFLare 0 warer pisposaL
[ oriLLinG RepoRT (] warer sHutore L] si7a sTaTus ExTENSION [J aro exrension
Report Date:
D WILDCAT WELL DETERMINATION D OTHER OTHER: | I

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to perforate and fracture stimulate the following:
LODC Sand 5810-6080, with in the current production formation
(Green River).

Accepted by the
Utah Division of
Qil, Gas and Mining

Date: April 21, 2014

By: (Q&)\ (@ Q,ud{'

NAME (PLEASE PRINT) PHONE NUMBER | TITLE

Mandie Crozier 435 646-4825 Regulatory Tech
SIGNATURE DATE

N/A 4/16/2014

RECEI VED: Apr. 16, 2014
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